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1
HVAC CONTROLLER WITH UTILITY SAVER
SWITCH DIAGNOSTIC FEATURE

TECHNICAL FIELD

This disclosure relates generally to HVAC systems, and
more particularly, to HVAC controllers that may be used for
controlling HVAC systems.

BACKGROUND

Heating, ventilation, and/or air conditioning (HVAC) sys-
tems are often used to control the comfort level within a
building or other structure. Such HVAC systems typically
include an HVAC controller that controls various HVAC com-
ponents of the HVAC system in order to affect and/or control
one or more environmental conditions within the building.
The performance of many HVAC systems can degrade over
time, fail, or otherwise operate in a less than ideal manner,
which can produce undesirable results.

SUMMARY

This disclosure relates generally to HVAC systems, and
more particularly, to HVAC controllers that may be used for
controlling HVAC systems.

In some illustrative embodiments, an HVAC controller
may display a user query on the display of the HVAC con-
troller, which queries the user as to whether a utility saver
switch is installed and in use. The HVAC controller may take
into account whether a utility saver switch is installed and in
use when determining, logging and/or reporting out diagnos-
tic faults of the HVAC system.

The preceding summary is provided to facilitate an under-
standing of some of the innovative features unique to the
present invention and is not intended to be a full description.
A full appreciation of the invention can be gained by taking
the entire specification, claims, drawings, and abstract as a
whole.

BRIEF DESCRIPTION OF THE DRAWINGS

The disclosure may be more completely understood in
consideration of the following detailed description of various
embodiments in connection with the accompanying draw-
ings, in which:

FIG. 1 is a schematic view of an illustrative HVAC system
servicing a building or structure;

FIG. 2 is a schematic view of an illustrative HVAC con-
troller;

FIG. 3 is a front view of an illustrative HVAC controller;

FIGS. 4A-4B provide illustrative examples of home
screens that may be displayed upon the HVAC controllers of
FIGS. 2 and 3;

FIGS. 5-22 provide several illustrative examples of screens
that may be displayed upon the HVAC controllers of FIGS. 2
and 3 when in use;

FIGS. 23 and 24 provide illustrative graphs that may be
displayed upon the HVAC controllers of FIGS. 2 and 3 when
monitoring a current performance of an HVAC system;

FIGS. 25-27 provide flow charts of illustrative tests that
may be executed by an HVAC controller to determine if an
HVAC cycle is operating properly; and

FIGS. 28A-28D and 29A-29B provide illustrative
examples of screens that may be displayed upon the HVAC
controllers of FIGS. 2 and 3 when the HVAC system may be
subject to a utility saver switch.
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While the disclosure is amenable to various modifications
and alternative forms, specifics thereof have been shown by
way of example in the drawings and will be described in
detail. It should be understood, however, that the intention is
not to limit aspects of the disclosure to the particular embodi-
ments described. On the contrary, the intention is to cover all
modifications, equivalents, and alternatives falling within the
spirit and scope of the disclosure.

DESCRIPTION

The following description should be read with reference to
the drawings wherein like reference numerals indicate like
elements throughout the several views. The description and
drawings show several embodiments which are meant to
illustrative in nature.

FIG. 1 is a schematic view of a building 2 having an
illustrative heating, ventilation, and air conditioning (HVAC)
system 4. While FIG. 1 shows a typical forced air type HVAC
system, other types of HVAC systems are contemplated
including, but not limited to, boiler systems, radiant heating
systems, electric heating systems, cooling systems, heat
pump systems, and/or any other suitable type of HVAC sys-
tem, as desired. The illustrative HVAC system 4 of FIG. 1
includes one or more HVAC components 6, a system of
ductwork and air vents including a supply air duct 10 and a
return air duct 14, and one or more HVAC controllers 18. The
one or more HVAC components 6 may include, but are not
limited to, a furnace, a heat pump, an electric heat pump, a
geothermal heat pump, an electric heating unit, an air condi-
tioning unit, a humidifier, a dehumidifier, an air exchanger, an
air cleaner, a damper, a valve, and/or the like.

It is contemplated that the HVAC controller(s) 18 may be
configured to control the comfort level in the building or
structure by activating and deactivating the HVAC compo-
nent(s) 6 in a controlled manner. The HVAC controller(s) 18
may be configured to control the HVAC component(s) 6 viaa
wired or wireless communication link 20. In some cases, the
HVAC controller(s) 18 may be a thermostat, such as, for
example, a wall mountable thermostat, but this is not required
in all embodiments. Such a thermostat may include (e.g.
within the thermostat housing) or have access to a tempera-
ture sensor for sensing an ambient temperature at or near the
thermostat. In some instances, the HVAC controller(s) 18
may be a zone controller, or may include multiple zone con-
trollers each monitoring and/or controlling the comfort level
within a particular zone in the building or other structure.

An illustrative HVAC controller, which is not meant to be
limiting in any way, is disclosed in: US Published Patent
Application No. 20090140062, entitled “HVAC CONTROL-
LER THAT SELECTIVELY REPLACES OPERATING
INFORMATION ON A DISPLAY WITH SYSTEM STA-
TUS INFORMATION”; US Published Application No.
20090143880, entitled “HVAC CONTROLLER WITH
CONTEXT SENSITIVE HELP SCREENS”; US Published
Application No. 20090143918, entitled “METHOD AND
APPARATUS FOR CONFIGURING AN HVAC CON-
TROLLER”; US Published Application No. 20090143916,
entitled “HVAC CONTROLLER HAVING A PARAMETER
ADJUSTMENT ELEMENT WITH A QUALITATIVE
INDICATOR”; US Published Application No. 20090143879,
entitted “HVAC CONTROLLER WITH PARAMETER
CLUSTERING”; US  Published Application No.
20090140056, entitled “HVAC CONTROLLER WITH
QUICK SELECT FEATURE;,” the entireties of which are
incorporated herein by reference for all purposes.
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In the illustrative HVAC system 4 shown in FIG. 1, the
HVAC component(s) 6 may provide heated air (and/or cooled
air) via the ductwork throughout the building 2. As illustrated,
the HVAC component(s) 6 may be in fluid communication
with every room and/or zone in the building 2 via the duct-
work 10 and 14, but this is not required. In operation, when a
heat call signal is provided by the HVAC controller(s) 18, an
HVAC component 6 (e.g. forced warm air furnace) may be
activated to supply heated air to one or more rooms and/or
zones within the building 2 via supply air ducts 10. The heated
air may be forced through supply air duct 10 by a blower or
fan 22. In this example, the cooler air from each zone may be
returned to the HVAC component 6 (e.g. forced warm air
furnace) for heating via return air ducts 14. Similarly, when a
cool call signal is provided by the HVAC controller(s) 18, an
HVAC component 6 (e.g. air conditioning unit) may be acti-
vated to supply cooled air to one or more rooms and/or zones
within the building or other structure via supply air ducts 10.
The cooled air may be forced through supply air duct 10 by
the blower or fan 22. In this example, the warmer air from
each zone may be returned to the HVAC component 6 (e.g. air
conditioning unit) for cooling via return air ducts 14. In some
cases, the HVAC system 4 may include an internet gateway or
other device 20 that may allow one or more of the HVAC
components, as described herein, to communicate over the
internet or other wide area network (WAN).

In some cases, the system of vents or ductwork 10 and/or
14 can include one or more dampers 24 to regulate the flow of
air, but this is not required. For example, one or more dampers
24 may be coupled to one or more HVAC controller(s) 18, and
can be coordinated with the operation of one or more HVAC
components 6. The one or more HVAC controller(s) 18 may
actuate dampers 24 to an open position, a closed position,
and/or a partially open position to modulate the flow of air
from the one or more HVAC components to an appropriate
room and/or zone in the building or other structure. The
dampers 24 may be particularly useful in zoned HVAC sys-
tems, and may be used to control which zone(s) receives
conditioned air from the HVAC component(s) 6.

In many instances, one or more air filters 30 may be used to
remove dust and other pollutants from the air inside the build-
ing 2. In the illustrative example shown in FIG. 1, the air
filter(s) 30 is installed in the return air duct 14, and may filter
the air prior to the air entering the HVAC component 6, but it
is contemplated that any other suitable location for the air
filter(s) 30 may be used. The presence of the air filter(s) 30
may not only improve the indoor air quality, but may also
protect the HVAC components 6 from dust and other particu-
late matter that would otherwise be permitted to enter the
HVAC component.

In some cases, and as shown in FIG. 1, the illustrative
HVAC system 4 may include an equipment interface module
(EIM) 34. When provided, the equipment interface module
34 may be configured to measure or detect a change in a given
parameter between the return air side and the discharge air
side of the HVAC system 4. For example, the equipment
interface module 34 may be adapted to measure a difference
in temperature, flow rate, pressure, or a combination of any
one of these parameters between the return air side and the
discharge air side of the HVAC system 4. In some cases, the
equipment interface module 34 may be adapted to measure
the difference or change in temperature (delta T) between a
return air side and discharge air side of the HVAC system 4 for
the heating and/or cooling mode. The delta T for the heating
mode may be calculated by subtracting the return air tempera-
ture from the discharge air temperature (e.g. delta
T=discharge air temp.—-return air temp.). For the cooling
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mode, the delta T may be calculated by subtracting the dis-
charge air temperature from the return air temperature (e.g.
delta T=return air temp.—discharge air temp.).

In some cases, the equipment interface module 34 may
include a first temperature sensor 38« located in the return
(incoming) air duct 14, and a second temperature sensor 385
located in the discharge (outgoing or supply) air duct 10.
Alternatively, or in addition, the equipment interface module
34 may include a differential pressure sensor including a first
pressure tap 39a located in the return (incoming) air duct 14,
and a second pressure tap 395 located downstream of the air
filter 30 to measure a change in a parameter related to the
amount of flow restriction through the air filter 30. In some
cases, the equipment interface module 34, when provided,
may include at least one flow sensor that is capable of pro-
viding a measure that is related to the amount of air flow
restriction through the air filter 30. In some cases, the equip-
ment interface module 34 may include an air filter monitor.
These are just some examples.

When provided, the equipment interface module 34 may be
configured to communicate with the HVAC controller 18 via,
for example, a wired or wireless communication link 42. In
other cases, the equipment interface module 34 may be incor-
porated or combined with the HVAC controller 18. In either
cases, the equipment interface module 34 may communicate,
relay or otherwise transmit data regarding the selected param-
eter (e.g. temperature, pressure, flow rate, etc.) to the HVAC
controller 18. In some cases, the HVAC controller 18 may use
the data from the equipment interface module 34 to evaluate
the system’s operation and/or performance. For example, the
HVAC controller 18 may compare data related to the difter-
ence in temperature (delta T) between the return air side and
the discharge air side of the HVAC system 4 to a previously
determined delta T limit stored in the HVAC controller 18 to
determine a current operating performance of the HVAC sys-
tem 4.

FIG. 2 is a schematic view of an illustrative HVAC con-
troller 18. In some instances, HVAC controller 18 may be a
thermostat, but this is not required. In the illustrative embodi-
ment of FIG. 2, HVAC controller 18 includes a processor (e.g.
microprocessor, microcontroller, etc.) 44, a user interface 48,
and amemory 52. In some cases, the HVAC controller 18 may
optionally include an input/output block (/O block) 58 for
receiving one or more signals from the HVAC system and/or
for providing one or more control signals to the HVAC sys-
tem. The I/O block 58 may communicate with one or more
HVAC components 6 of the HVAC system 4. Alternatively, or
in addition, the I/O block 58 may communicate with another
controller, which is in communication with one or more
HVAC components 6 of the HVAC system 4, such as a zone
panel in a zoned HVAC system.

The processor 44 may operate in accordance with an algo-
rithm that controls or at least partially controls one or more
HVAC components 6 of an HVAC system such as, for
example, HVAC system 4 shown in FIG. 1. The processor 44
may, for example, operate in accordance with an algorithm
that provides temperature set points, starting and/or ending
times, and the like. In some cases, HVAC controller 18 may
include a timer (not shown). The timer may be integral to the
processor 44 or may be provided as a separate component.

In the illustrative embodiment of FIG. 2, user interface 48
may be any suitable use interface that permits HVAC control-
ler 18 to display and/or solicit information, as well as accept
one or more user interactions with the HVAC controller 18.
For example, the user interface 48 may permit a user to enter
data such as temperature set points, humidity set points, start-
ing times, ending times, diagnostic limits, conditions under
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which diagnostic limits may be suspended, responses to
alerts, and the like. In some cases, user interface 48 may
include a display and a distinct keypad. A display may be any
suitable display. In some instances, a display may include or
may be a liquid crystal display (LCD), and in some cases a
fixed segment display or a dot matrix LCD display. If desired,
user interface 48 may be a touch screen LCD panel that
functions as both display and keypad. In some instances, a
touch screen LCD panel may be adapted to solicit values for
a number of operating parameters and/or to receive such
values, but this is not required.

The memory 52 of the illustrative HVAC controller 18 may
be in communication with the processor 44. Memory 52 may
be used to store any desired information, such as the afore-
mentioned control algorithm, set points, schedule times,
diagnostic limits such as, for example, differential pressure
limits, delta T limits, and the like. Memory 52 may be any
suitable type of storage device including, but not limited to,
RAM, ROM, EPROM, flash memory, a hard drive, and/or the
like. In some cases, processor 44 may store information
within memory 52, and may subsequently retrieve the stored
information.

In some cases, the processor 44 may be programmed to
monitor one or more signals received from the HVAC system,
either directly or via the I/O block 58, to determine whether or
not the HVAC system has violated a predetermined diagnos-
tic limit for a selected parameter stored in the controller
memory 52. In some cases, for example, the processor 44 may
monitor the signals from the HVAC system to determine
whether or not the HVAC system has violated a predeter-
mined delta T limit for either the heating and/or cooling
mode. A violation of a predetermined diagnostic limit such
as, for example a delta T limit, may occur if the HVAC system
fails to reach a minimum delta T limit or exceeds a maximum
delta T limit. In some cases, a violation may occur, for
example, if the HVAC system fails to meet or exceed a mini-
mum delta T limit within a predetermined period of time.
These are just some examples. The diagnostic limits and the
conditions for violating a diagnostic limit can be dependent
upon the HVAC system set-up, the number and type of HVAC
components included in the HVAC system, whether or not the
HVAC system is subject to a utility load shutoff, user prefer-
ence, user specified conditions for determining a diagnostic
fault, and/or the like.

In many cases, when a diagnostic limit has been violated,
the processor 44 may be configured to indicate to the user that
a diagnostic fault has occurred. This may be accomplished in
any of a variety of ways. For example, if the processor 44 has
determined that a diagnostic limit has been violated, and a
diagnostic fault has occurred, the processor 44 may display a
user alert on the display of the user interface 48 of the HVAC
controller 18. In some cases, the processor 44 may be pro-
grammed to alert the user to a diagnostic fault only after a
predetermined number of faults are detected by the processor
44. In some cases, the user alert may be a simple text string
displayed on the display of the user interface 48 describing
the nature of the violation that has occurred. In other
instances, the processor 44 may provide some visual indica-
tion to alert the user that a fault has occurred. Such visual
indication may include a colored, flashing, highlighted, or
grayed-out button oricon provided on the user interface 48. In
still other instances, the processor 44 may be configured to
send an email, instant message, text message or some other
message to a user to alert the user that a fault has occurred via
an internet gateway or other device (e.g. internet gateway 20
of FIG. 1) that is adapted to communicate over the internet or
other wide area network. Such an alert may be provided to the
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user even when the user is away from the home, building, or
other structure in which the HVAC system is located.

In some instances, as will be described in greater detail
herein, the processor 44 may also be programmed to query a
user via the user interface 48 for one or more conditions that
specify when a user is not to be alerted to a detected fault of
the HVAC system. The user may specify one or more condi-
tions for when the HVAC controller 18 is not to alert a user to
a detected fault for each heating and/or cooling stage of the
HVAC system, as desired. For example, the user may specify
that the user is not to be alerted to a diagnostic fault when the
diagnostic fault occurs during a utility shutoff period or a
defrost cycle. Regardless of whether or not indication of a
fault is provided to a user, the processor 44 may be pro-
grammed to record the fault in a faults log stored in the
memory 52 of the processor 44. An illustrative log is shown
and described in co-pending U.S. application Ser. No. 13/227,
395, entitled, “HVAC Controller Including User Interaction
Log,” filed on Sep. 7, 2011, which is incorporated herein by
reference in its entirety and for all purposes.

In some cases, as illustrated in F1G. 2, HVAC controller 18
may include a data port 56. Data port 56 may be a wireless
port such as a Bluetooth™ port or any other wireless protocol.
In other cases, data port 56 may be a wired port such as a serial
port, aparallel port, a CATS port, a USB (universal serial bus)
port, and/or the like. In some instances, data port 56 may be a
USB port and may be used to download and/or upload infor-
mation from a USB flash drive or some other data source.
Other remote devices may also be employed, as desired.

Data port 56 may be configured to communicate with pro-
cessor 44 and may, if desired, be used to upload information
to processor 44 and/or download information from processor
44. Information that can be uploaded and/or downloaded may
include, for example, values of operating parameters. In some
instances, data port 56 may be used to upload a previously-
created thermostat configuration into HVAC controller 18,
thereby hastening the programming process. In some cases,
data port 56 may be used to download a thermostat configu-
ration that has been created using HVAC controller 18, so that
the thermostat configuration may be transferred to other simi-
lar thermostats, hastening their programming process. In
some cases, data port 56 may be used to upload and/or down-
load information pertaining to an HVAC dealer or contractor,
if desired.

In some cases, data port 56 may be used to download data
stored within the memory 52 for analysis. For example, data
port 56 may be used to download a faults and/or alerts log or
parts thereof to a remote device such as a USB memory stick
(also sometimes referred to as a thumb drive or jump drive),
personal computer, laptop, iPAD® or other tablet computer,
PDA, smart phone, or other remote device, as desired. In
some cases, the data may be convertible to an MS EXCEL®,
MS WORD®, text, XML, and/or Adobe PDF® file, but this is
certainly not required.

FIG. 3 is a front view of an illustrative HVAC controller 18.
In the illustrative embodiment of FIG. 3, HVAC controller 18
may include a display 62 that is disposed within a housing 66
but viewable externally from the housing 66. In some cases,
display 62 may be a touch screen LCD display. If desired,
display 62 may be a dot matrix touch screen LCD display. A
dot matrix touch screen LCD display is a touch screen LCD
that permits images such as letters, numbers, graphics,
images, and the like to be displayed anywhere on the LCD,
rather than being confined to predetermined locations such as
is the case with a fixed segment type of LCD display. Housing
66 may be formed of any suitable material, such as a poly-
meric material. In some cases, the housing 66 may be formed
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such that it defines a data port 56 (see FIG. 2). The housing 66
may also include suitable wiring and/or other electrical con-
nections 68 such that the HVAC controller 18 may be electri-
cally coupled to the HVAC system 4.

In some cases, HVAC controller 18 may be configured to
provide substantial display and/or programming functional-
ity. In some cases, HVAC controller 18 may be configured to
display a default display, referred to herein as a home screen,
that is displayed by HVAC controller 18 when no other data
entry is underway for a period of time. FIGS. 4A-4B provide
exemplary home screens 72, 110 that may be displayed by
HVAC controller 18. In some cases, home screens 72, 110
may include screens that can be accessed by a top level
navigational menu. A home screen may, if desired, display
one or more parameters relating to environmental conditions
such as indoor and/or outdoor air temperature and/or humid-
ity, expected weather conditions, and/or the status of equip-
ment that is at least partially controlled by HVAC controller
18. In some instances, a home screen may display a user alert
that may indicate that the system is not operating properly or
that a routine maintenance such as, for example, a filter
change, is desirable, but this is not required.

FIG. 4A shows one such home screen 72. FIG. 4A is an
example of a screen that may be displayed after a user has
pushed HOME button 78, or when no other data entry is
underway for a period of time. In many cases, the illustrative
home screen 72 of FIG. 4A may include a navigational bar 76
along the top. Navigational bar 76 may be considered as
providing top level navigation. In some cases, if desired,
navigational bar 76 may include one or more of a HOME
button 78, a FAN button 80, a SYSTEM button 82 and/or a
MENU button 84. In the illustrative embodiment, the user
may access one or menus from which the user may make a
temperature set point change, a humidity set point change, an
indoor air quality change, a programmable schedule change,
a system mode change, a fan setting change, an installer
set-up change, among others. Such changes may be consid-
ered a user interaction.

In some cases, home screen 72 may be considered as hav-
ing two or more regions. For example, home screen 72 may
include a first region 86 and a second region 88. In some
instances, first region 86 may be considered as displaying or
otherwise providing primary information, while second
region 88 may be considered as displaying or otherwise pro-
viding secondary information. In some cases, primary infor-
mation may be information that is considered to be more
important, more interesting and/or more useful than second-
ary information. To illustrate, first region 86 may display one
or more of a current air temperature reading, a current indoor
humidity, a schedule status, and the like. Second region 88
may display one or more of a date and time, an outdoor air
temperature reading, an outdoor humidity reading, an equip-
ment status, and the like.

Home screen 72 may also include a third region 90 that
may beused for displaying and/or adjusting a parameter value
such as a parameter that is displayed within first region 86 of
home screen 72. In some cases, for example, third region 90
may, as illustrated, display both a heating temperature set
point and a cooling temperature set point, but this is not
required. Third region 90 may display a first parameter 92, a
first up arrow 94 and a first down arrow 96. Third region 90
may also display a second parameter 98, a second up arrow
100 and a second down arrow 102. First parameter 92 may be
adjusted up or down by a user using first up arrow 94 and/or
first down arrow 96, as appropriate. Second parameter 98 may
be adjusted up or down by a user using second up arrow 100
and/or second down arrow 102, as desired.
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In some cases, HVAC controller 18 may be configured to
display a user alert on the display 62 which may prompt the
user to take action. In one case, a user alert may be displayed
when the processor 44 determines that system maintenance is
needed. For example, processor 44 may determine that a filter
change is necessary, a battery change is necessary, a UV bulb
change is necessary or some other maintenance is necessary
that requires a user’s attention. In another case, the HVAC
controller 18 may display a user alert indicating that the
HVAC system 4 is operating outside of a predetermined set of
“normal” operating parameters. Such an alert, for example,
may be displayed when the HVAC system 4 has exceeded a
predetermined delta T limit stored in the controller memory
52 for either a heating or a cooling mode. A user’s response
(or, in some cases, absence of a response) to an alert may be
considered a user interaction. In some cases, a user’s interac-
tions with HVAC system may be recorded and stored in a user
interaction log contained within the controller memory 52.

FIG. 4B provides another illustrative home screen 110 that
may be displayed when the HVAC controller 18 determines
that the HVAC system 4 has exceeded a normal operating
parameter such as, for example, when the HVAC system 4 is
operating outside of a predetermined delta T limit in either the
cooling or the heating mode. As shown in FIG. 4B, home
screen 110 may display a user alert 114 indicating that the
HVAC system 4 is not operating properly. In some cases, the
user alert may also prompt the user to call their dealer or
repair personnel, or perform some other action. Home screen
110 may also provide one or more selectable options for
responding to the user alert 114. For example, home screen
110 may include a first button 118 that, when selected, may
dismiss orignore the alert. Home screen 110 may also include
a second button 122 that, when selected, may initiate a snooze
function that may temporarily remove the user alert for a
predetermined period of time and return to home screen 72 of
FIG. 4A. The second button 122 may be labeled “Snooze”,
“Remind me later”, “Delay”, “Dismiss”, or the like. In other
instances, home screen 110 may include a button 126 labeled
“Dealer Information” that, when selected, may display the
dealer’s contact information (e.g. phone number, street
address, email address, web address, and/or other contact
information), and/or a button 130 labeled “Help” that when
selected may provide additional information about the use of
the current screen 110.

FIGS. 5-22 provide several illustrative examples of screens
that may be displayed upon the HVAC controllers of FIGS. 2
and 3 when a user is determining and/or changing diagnostic
limits for an HVAC system. In some instances, the determi-
nation of certain diagnostic limits for the HVAC system may
occur during initial installation and set-up of at least some of
the HVAC components 6 HVAC system 4. In other cases,
determining diagnostic limits or changing the diagnostic lim-
its for the HVAC system 4 may occur during routine mainte-
nance or inspection of the HVAC system 4, or at any other
suitable time as desired.

FIG. 5 shows an illustrative example of a menu screen 134
that may be displayed when a user selects the MENU button
84 on home screen 72 of FIG. 4A. The illustrative menu
screen 134 may include a table 138 that includes one or more
selectable menu options 142 that may be selected by the user.
In some cases, the table 138 may be a scrolling table, in which
case the menu screen 134 may also include a scroll bar 144
including first and second arrows 1464, 1465 that may facili-
tate a user in scrolling through the available menu options
142.

Upon selection of the INSTALLER OPTIONS menu
option 142, the illustrative HVAC controller 18 may be con-
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figured to display a password prompt screen 152, as illus-
trated in FIG. 6. The password prompt screen 152 may
include a user prompt 156 that may prompt the user to enter a
user login ID which may include a user name and/or pass-
word. In some cases, certain rights may be associated with
different user login IDs or passwords. For example, a home-
owner may have a different login ID, with different associated
rights than an HVAC contractor. The user login ID and/or
password may include any combination of alphanumeric
characters in the example shown. In one example, as illus-
trated in FIG. 6, the password may be a sequence of numbers.
The sequence of numbers may be adjusted to the correct
sequence by using the corresponding arrow keys. When prop-
erly set, the user may select the DONE button 160 to confirm
entry of theuser login ID. In some cases, the password prompt
screen 152 may include a CANCEL button 164 which, upon
its selection, may cancel the user’s current actions and return
the user to the previous screen, such as the menu screen 134
of FIG. 5. In some cases, the password prompt screen 152
may include a HELP button 168. Selection of the HELP
button 168 may cause the HVAC controller 18 to display
additional information about the currently displayed screen,
such as information on how to use the password prompt
screen 152. Sometimes this information screen may appear
on an additional screen or a pop-up screen that overlays the
current screen, but this is not required.

Upon selection of the DONE button 160 confirming entry
of a password, the HVAC controller 18 may confirm that a
valid password has been entered. If a valid password has been
entered, the HVAC controller 18 may display an installer
options menu screen 166, such as illustrated in FIG. 7. Like
the previous menu screen 134, the installer options menu
screen 166 may include a table 167 including one or more
installer options. In some cases, the table 170 may be a scroll-
ing table, in which case the installer options menu screen 166
may also include a scroll bar 162 having first and second
arrows 1684, 1685 that may facilitate a user to scroll through
and view the available installer options presented in table 170.
The installer options menu screen 166 may also include a
BACK button or PREVIOUS MENU button 182 which, when
selected, may cause menu screen 134 of FIG. 5 to be dis-
played. Additionally, in some cases, the installer options
menu screen 166 may include a HELP button 186, which
when selected, may cause additional information pertaining
to the currently displayed screen to be displayed, such as
information on how to use the installer options menu screen
166.

In many cases, the table 170 may include one or more
installer options 190 that may be selected by the user. In some
cases, a CREATE SETUP installer option 190 may be pro-
vided, which may provide access to a series of successive
installer set-up screens that may query the user to specify one
or more setup parameters relating to the system setup for the
particular HVAC system 4. Selection of this option may be
appropriate when the user is initially setting up the HVAC
system prior to operation. For example, in some instances, the
series of successive screens may query the user regarding
parameters related to HVAC systems and their setup includ-
ing, but not limited to, the following: the type of HVAC
system (e.g. zoned or non-zoned), the type of heating system
(e.g. conventional forced, air, heat pump, radiant heat, to
name a few), the type of heating equipment (e.g. standard
efficiency gas forced air, high efficiency gas forced air, elec-
tric forced air, etc.), the number of equipment stages for each
of the cooling system and heating system, the temperature
ranges (e.g. minimum and maximum set points) for both
heating and cooling, what sensors are included in the HVAC
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system (e.g. indoor air temperature, outdoor air temperature,
return air temperature sensor, discharge air temperature sen-
sor, etc.), the number of air filters, whether not the HVAC
system includes a humidifier, the type of humidifier (if appli-
cable), whether or not the HVAC system includes a dehumidi-
fier, ventilation, the number and type of UV devices (if appli-
cable), among others. These are just some examples. In some
instances, the HVAC controller 18 may be configured to auto-
matically detect the various components of the HVAC system
and parameters indicative of the system setup. Still, in other
instances, the user may also view and/or edit the current setup
by selecting the VIEW/EDIT CURRENT SETUP menu
option 190 which may facilitate the user in viewing and/or
making changes to previously entered and/or detected setup
parameters.

The following illustrative figures and examples will be
described as they relate to a conventional forced air system
including a return air temperature sensor (RATS) (e.g. RATS
38a of FIG. 1) and a discharge air temperature sensor (DATS)
(e.g. DATS 386 of FIG. 1). In some instances, the HVAC
system may include a humidifier, a dehumidifier, ventilation,
an outdoor air temperature sensor, an outdoor humidity sen-
sor, an indoor humidity sensor, and/or any other suitable
sensor or component, as desired. More specifically, FIGS.
8-17 provide examples of several illustrative screens that may
be displayed by the HVAC controller 18 after the installer has
indicated through their responses to the queries presented by
the previous screens that the HVAC system is a conventional
forced air HVAC system including at least a return air tem-
perature sensor, a discharge air temperature sensor, and an
outdoor temperature sensor.

FIGS. 8-9 provide illustrative examples of diagnostics acti-
vation screens 194, 196 that may prompt a user to activate
and/or deactivate delta T diagnostics for the heating and/or
cooling mode of the HVAC system. As can be seen, screens
194, 198 may include a first button 202, 204 labeled “ON” or
“ACTIVATE” for enabling delta T diagnostics for either the
heating mode (FIG. 8) or the cooling mode (FIG. 9), and a
second button 206, 208 labeled “OFF” or “DEACTIVATE”
for disabling delta T diagnostics for either heating and/or
cooling. In some instances, screens 194, 198 may also
include: a BACK button 210, 212, that, when selected, may
return the user to a previous screen within, for example, the
CREATE SETUP or VIEW/EDIT CURRENT SETUP
installer option menu tree; a DONE button 214, 216 that,
when selected, may indicate that the user is finished making
changes and may return the user to the installer options menu
screen 134 as shown in FIG. 5; and a NEXT button 218, 220
that, when selected, may advance the user to the next screen
in a series of screens related to specifying conditions for when
a fault is to be allowed or ignored by the HVAC controller 18.
Additionally, diagnostics activation screens 194, 196 may
include a HELP button 222, 224 that, when selected, may
cause the HVAC controller 18 to display additional, helpful
information regarding the use of current screen 194, 196.

In some cases, when a user has indicated that the HVAC
system includes a return air temperature sensor (RATS) (e.g.
RATS 38a of FIG. 1) and a discharge air temperature sensor
(DATS) (e.g. DATS 386 of FIG. 1) or, alternatively, when the
HVAC controller 18 has detected both a RATS and a DATS,
the delta T diagnostics may automatically default to “on” or
“activate” for both heating and/or cooling, as applicable. The
“ON” button 202, 204 may be highlighted, shaded, grayed-
out, bolded, or include some other visual indicator that it has
been selected either by the user or by default. If this is accept-
able to the user, the user may simply select the NEXT button
218, 220 to advance the HVAC controller 18 to the next screen
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in a series of screens. If the user desires to disable the delta T
diagnostics for either heating or cooling, the user may select
the OFF button 206, 208, as desired, to deactivate delta T
diagnostics for the selected mode (heating and/or cooling).

FIGS. 10-12 provide an illustrative series of successive
user query screens 228, 232, 236 that may prompt a user to
specify at least one condition under which certain diagnostic
faults may be allowed or ignored by the HVAC controller 18.
The conditions under which a diagnostic fault may be allowed
or ignored by the HVAC controller 18 may relate to a variety
of conditions including, but not limited to, an indoor air
temperature, an indoor humidity level, an outdoor air tem-
perature, an outdoor humidity level, call for humidification, a
utility load shutoff event, a defrost cycle, among others. These
are just some examples. More than one condition under which
certain diagnostic faults may be allowed or ignored by the
HVAC controller 18 may be specified by the user for each
heating and/or cooling stage of the HVAC system, if desired.
In some cases, each condition under which certain diagnostic
faults may be allowed or ignored by the HVAC controller 18
may be independent of one another.

For example, in the illustrative examples provided in FIGS.
10-12, each of user query screens 228, 232, and 236 may
query a user to specify a condition under which a delta T fault
may be allowed. In some instances, a banner 238 may be
provided along a top portion of each of screens 228, 232, and
236 containing a simple user prompt such as, for example,
“Allow Delta T Faults During . . . ” A middle portion 240, 242,
244 of each of the screens 228,232, 236 may include a simple
text string 246, 248, 250 identifying the specific condition
under which delta T faults may or may not be permitted. For
example, screens 228, 232, 236 allow a user to specify
whether or not to allow delta T faults during humidification,
dehumidification, and ventilation, respectively. These are just
some examples. Also, each of screens 228, 232, and 236 may
provide at least one option for responding to the user prompt
for the displayed condition. In some instances, screens 228,
232, and 236 may include a first button 252, 254, 256 labeled
and a second button 258, 260, 262 labeled, which the user
may select to specify whether or not delta T faults should be
allowed under the corresponding condition. In some cases, as
illustrated, the first button 252, 254, 256 may be labeled “NO”
and the second button 258, 260, 262 may be labeled “YES’ It
will be understood that other labels may be employed as
applicable.

FIGS. 13-14 provide additional illustrative examples of
user query screens 270, 274 that may be used to query a user
to specify certain conditions under which delta T conditions
may be allowed or ignored. In some instances, the HVAC
controller 18 may be configured to display user query screens
270, 274 when a user has indicated that the HVAC system
includes a return air temperature sensor (RATS) 384 and a
discharge air temperature sensor (DATS) 386 or, alterna-
tively, when the HVAC controller 18 has detected both a
RATS and a DATS. Like the exemplary user query screens
228,232, and 236 shown in FIGS. 10-12, each of screens 270,
274 may include a banner 280, 282 provided along a top
portion 284, 286 of each of screens 270, 274 containing a
simple text string 248 such as, for example, “Allow Heat
Delta T Faults When . . . ” (FIG. 13) or “Allow Cool Delta T
Faults When . . . ” (FIG. 14). A middle portion 296, 298 of
each of'screens 270, 274 may display a table 302, 304 listing
one or more conditions 308, 312 under which a delta T fault
may be allowed or ignored. In some cases, the table 302, 304
may be a scrolling table in which case a scroll bar for navi-
gating the table 302, 304 (not shown) may be provided.
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In some cases, each of screens 270, 274 may include: a
BACK button 316, 318 that, when selected, may return the
user to a previous screen displayed by the HVAC controller
18; a DONE button 320, 322 that, when selected, may cause
the HVAC controller 18 to display the installer menu options
screen 134 as shown in FIG. 5 or, in some instances, a home
screen such as home screen 72 shown in FIG. 4A; and a
NEXT button 324, 326 that, when selected, may cause the
HVAC controller 18 to advance to the next screen in a series
of screens. In some cases, selection of the NEXT button 324
of screen 270 as shown in FIG. 13 by a user may cause the
HVAC controller 18 to display screen 274 as shown in FIG.
14. Each of screens 270, 274 may also include a HELP button
328 that, when selected, may cause the HVAC controller 18 to
display helpful information about the use of the current
screen.

Each of the conditions 308, 312 displayed in each of the
screens 270, 274 may include default settings or values under
which a delta T fault may be allowed orignored. Additionally,
in some instances, each of the conditions 308, 312 may be
selectable by a user such that the default settings or values
may be changed to reflect a user’s preference or their specific
knowledge about the system. In some instances, selection of
an individual condition 308, 312 by a user may cause the
HVAC controller 18 to display a screen specific to the selected
condition.

FIG. 15 provides an illustrative example of a condition
specific screen that may be displayed by the HVAC controller
18 upon selection of a condition 308, 312 by a user. More
particularly, FIG. 15 provides an illustrative example of con-
dition specific screen 336 that may be displayed when the
condition 312 labeled “Outdoor Temperature: 10° to 100°” is
selected by a user on screen 274 as shown in F1G. 14. Through
screen 336, the user may use first and second arrow keys
340a, 3405, 344a, 3445 to adjust lower and upper tempera-
ture limits 346, 348 for the outdoor air temperature under
which a delta T fault may be allowed when the HVAC system
is operating in the cooling mode. In many instances, when a
signal indicating that the outdoor temperature is outside of the
upper and lower temperature limits is received or determined
by the HVAC controller 18, a delta T fault may be ignored by
the HVAC controller 18.

As shown in the illustrative example provided in FIG. 15,
condition specific screen 336 may also include a banner 356
provided along a top portion 360 of the screen 336 containing
a simple user prompt 364 such as, for example, “Allow Cool
Delta T Faults When . . . ” A middle portion 368 of condition
specific screen 336 may include a simple text string identify-
ing the specific condition that may be adjusted. Additionally,
in some cases, condition specific screen 336 may include a
CANCEL button that, when selected, may cause the HVAC
controller 18 to cancel the current action and return to the
previous screen such as, for example, screen 274 as shown in
FIG. 14. Condition specific screen 336 may also include a
DONE button that, when selected, indicates that the user is
done making any adjustments to the upper and lower tem-
perature limits, and which may cause the HVAC controller 18
to display the previous screen (e.g. screen 274 of FIG. 14)
such that another condition 312 may be selected by the user,
but this is not required. Condition specific screen 336 may
also include a HELP button that, when selected, may display
additional information that may be helpful to the user, includ-
ing instructions on how to use the screen 336.

In some instances, the HVAC controller 18 may be config-
ured to display one or more screens that query a user about
certain conditions which may affect the HVAC controller’s
ability to accurately detect a diagnostic fault. For example, in
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some cases, the HVAC controller 18 may erroneously deter-
mine that an HVAC system is not operating properly when, in
fact, the HVAC system is merely subject to, for example, a
utility load shut off event or a defrost cycle. A utility load shut
off event may occur when the utility is allowed to shut off the
heating and/or cooling equipment for a period of time in order
to cut peak power load on the utility system. During a utility
load shut off event, the HVAC system 4 may not respond to a
current call for heating and/or cooling of the HVAC controller
18 in an expected manner, and thus the delta T across the
HVAC system 4 may not meet an expected delta T threshold
value. In some cases, it may not be productive to report such
an event as a delta T fault. In another example, a defrost cycle
event may occur when the heating and/or cooling equipment
is being defrosted. During a defrost cycle event, the HVAC
system 4 may not respond to a current call for heating and/or
cooling of the HVAC controller 18 in an expected manner
(e.g. auxiliary electric heat may be on while the heat pump is
being defrosted or compressor may not be operating in a
heating mode), and thus the delta T across the HVAC system
4 may not meet an expected delta T threshold value. In some
cases, it may not be productive to report such an event as a
delta T fault.

As such, in some instances, the HVAC controller 18 may be
configured to display one or more user query screens that
query a user about certain events in which a diagnostic fault
may be erroneously determined or otherwise not reported.
FIGS. 16A-17B provide a few example user query screens
374, 376, and 378, which may be used to query a user about,
for example, a utility load shut off event and/or a defrost
cycle.

User query screens 374 and 376, shown in FIGS. 16A and
16B, may be used to query a user about a utility load shut off
event related to the cooling mode and the heating mode,
respectively, of the HVAC system 4. User query screens 374
and 376 each may include a banner 380 provided along a top
portion 382 of each of the screens 374, 376 containing a user
query prompt 384 such as, for example, “Utility Cooling
Equipment Shutoff” or “Utility Heating Equipment Shutoft”
Screens 374, 376 may also include a first button 3864 labeled
“NO” and a second button 3865 labeled “YES”, which the
user may select to specify whether or not the identified mode
is subject to a utility load shutoff event. If the identified mode
such as, for example, the cooling mode as identified in FIG.
16A is indicated by the user as being subject to a utility load
shutoff event, then the HVAC controller 18 may display an
additional user query screen such as, for example, user query
screen 378 as shown in FIG. 16C, which may allow the user
to specify a duration of the utility load shut off event. The
duration of the utility load shut off event may depend on the
particular utility load shut off program that is offered in the
particular geographic region of the HVAC system 4.

Like user query screens 374, 376, user query screen 378 of
FIG. 16C may include a banner 388 provided along a top
portion 390 of the screen 378 which may include a user
prompt 392 such as, for example “Utility Cooling Equipment
Shutoff Duration”. User query screen 378 may display a
default value 394 for the duration of the shutoff event, and
may include first and second arrow keys 396a, 3965 for
increasing and/or decreasing the duration value 394. Addi-
tionally, user query screen 378 may include a DONE button
398 or a NEXT button 399 that when selected, may cause the
HVAC controller 18 to accept the value set by the user for the
duration of the utility shutoff event for the cooling mode and,
in some instances, may cause the HVAC controller 18 to
display further user query screens, if applicable. For example,
selection of the DONE button 398 or NEXT button 399 may
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cause the HVAC controller 18 to display one more additional
user query screens which may query the user about additional
events that may affect the HVAC controller’s ability to accu-
rately determine a diagnostic fault for the HVAC system 4.

In some instances, the HVAC controller 18 may display
one or more user query screens that may query a user about a
defrost cycle such as, for example, user query screens 400,
402 as shown in the illustrative example provided in FIGS.
17A and 17B. It must be understood that while the illustrative
example provided in FIGS. 17A and 17B relate to a defrost
cycle for a heating mode of the HVAC system 4, that similar
screens may also be displayed relating to a defrost cycle fora
cooling mode of the HVAC system, as applicable.

In FIG. 17A, user query screen 400 includes a banner 404
provided along a top portion 406 of the screen which may
include a user query or prompt 408 which may query the user
about a defrost cycle for the identified mode (e.g. heating).
Additionally, user query screen 400 may include a first button
410 labeled “NO” and a second button 412 labeled “YES”,
which the user may select to specify whether or not the
identified mode is subject to a defrost cycle. Selection of the
second button labeled “Yes” confirms that the identified mode
(e.g. heating) is subject to a defrost cycle, and may cause
HVAC controller 18 to display user query screen 402, shown
in FIG. 17B, which may prompt the user to adjust the duration
of the defrost cycle. In some cases, the HVAC controller 18
may be configured to display a single user query screen, such
as user query screen 402 of FIG. 17B.

Like user query screen 400, user query screen 402 may
include a banner 414 provided along a top portion 416 of the
screen 400 which may include a user prompt 418 such as, for
example “Heating Defrost Cycle Duration.” User query
screen 402 also may display a default value 420 for the
duration of the defrost cycle for the identified mode, and may
include first and second arrow keys 422a, 4225, which the
user may use to increase and/or decrease the time of the
duration of the defrost cycle from the default value 420. In
cases where a single user query screen 402 is displayed, the
option “zero” or “none” may also be provided. The first and
second arrow keys 422a,422b may be used to select “zero” or
“none” if the HVAC system is not subject to a defrost cycle.
The duration of the defrost cycle event may depend on the
particular HVAC components 6 used in the HVAC system 4.

After the user is finished making any adjustments to the
duration of the defrost cycle, the user may select the DONE
button 424 or the NEXT button 426. Upon selection of the
DONE button 424 or the NEXT button 426, the HVAC con-
troller 18 may accept the user determined value for the dura-
tion of the defrost cycle and, in some instances, may display
additional user query screens. In other instances, selection of
the DONE button 424 or the NEXT button 426 may cause the
HVAC controller 18 to accept the user determined value for
the duration of the defrost cycle and may cause the HVAC
controller 18 to return to either the installer menu options
screen 134 as shown in FIG. 5 or home screen 72 as shown in
FIG. 4A, but these are just examples.

Before or after the user has completed making setting
changes to one or more selected conditions under which a
delta T fault may be allowed and/or ignored for the heating
and/or cooling modes, the HVAC controller 18 may display a
user query screen 450, such as shown in the illustrative
example provided in FIG. 18A. The user query screen 450
may query a user as to whether or not delta T alerts should be
displayed to the user (e.g. homeowner) on the display 62 of
the HVAC controller 18. In some instances, the display alert
screen 450 may correspond to a specific condition under
which delta T faults may be allowed (e.g. not during a utility
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load shut off event or not during a defrost cycle). In other
instances, the display alert screen 450 may correspond to all
conditions under which delta T faults may be allowed.

As shown in FIG. 18A, the display alert screen 450 may
also include a banner 454 provided along a top portion 458 of
the screen 450 containing a simple user query 462 such as, for
example, “Display Delta T Alerts to Homeowner.” The dis-
play alert screen 450 may include at least one selectable
option for responding to the user query 462. For example, in
some instances, the display alert screen 450 may include a
first selectable option 466 labeled “No” and a second select-
able option 470 labeled “Yes.” Regardless of whether or not
the user determines that it is desirable that the delta T alerts
should or should not be displayed to the homeowner or other
building occupant, in some cases the HVAC controller 18
may be configured to log and record any detected delta T fault
in a diagnostics fault log stored in the controller memory 52,
as described herein.

In some instances, selection of the second selectable option
470 labeled “YES” may cause the HVAC controller 18 to
display a further user query screen, such as screen 474 shown
in FIG. 18B. Through user query screen 474, a user may set a
condition for when an alert is provided to a user based on the
number of diagnostic faults detected by the HVAC controller
18 over a number of cycles for either the heating and/or
cooling modes (or over a predetermined amount of time). In
some cases, the user may set a condition for when an alert will
be displayed to a user only after a predetermined number of
the same or similar fault types are detected by the HVAC
controller 18 within a predetermined specified number of the
most recent HVAC cycles. An HVAC cycle may be defined as
the period of time over which the heating or cooling relays are
in a constant staging configuration. In some cases, the user
may set a different condition for when an alert will be pro-
vided to a user for each mode (e.g. heating and cooling)
and/or each stage combination (heating stage 1, heating stage
2, cooling stage 1, cooling stage 2, etc.) of the HVAC system
4, if desired. An HVAC stage combination may be defined as
a combination of stages of a heating and/or a cooling system
that may be activated by the HVAC controller 18. For
example, a user may set a condition for the number of delta T
faults that may be allowed during a predetermined number of
the most recent HVAC cycles in either the heating and/or
cooling modes (or over a predetermined amount of time).
This feature may allow an installer to adjust the sensitivity of
the HVAC controller 18 in detecting diagnostic faults and/or
in alerting a homeowner that a fault has occurred.

In the example shown, user query screen 474 includes a
banner 476 located at a top portion 478 of the screen, which
may include a user prompt 480 such as, for example, “Display
Delta T Heating Alerts to Homeowner After . . . ” Addition-
ally, user query screen 474 may include a first box 482 dis-
playing the number of allowed faults 484 and a second box
486 displaying the number of the most recent HVAC cycles
488 to be considered. First and second arrow keys 490a, 4905,
492q, 4925 may be used to increase and or decrease the
number of allowed faults and the number of the most recent
HVAC cycles to be considered so that a user may adjust the
alert sensitivity to a desired level. Similar screens may be
displayed for adjusting the sensitivity of the HVAC controller
18 to certain diagnostic faults for the cooling mode, if desired.
Similar screens may be displayed for adjusting the sensitivity
of the HVAC controller 18 to certain diagnostic faults for
heating, cooling, and any other modes combined.

In other instances, the controller 18 be configured to dis-
play a screen 1100 or 1104 as shown in FIGS. 18C and 18D
that may allow a userto select an alert sensitivity along a scale
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say 1 to 5, with 1 being least sensitive and 5 being most
sensitive. In some instances, the HVAC controller 18 may
display first and second arrow keys 11064 and 11065 or a
slider bar that may allow a user to select a sensitivity along a
scale of say 1 to 5, with 1 being least sensitive and 5 being
most sensitive. In some cases, the first and second arrow keys
11064, 11065 and/or the slide bar 1110 may be associated
with certain qualitative indicators along the scale, such as
“most sensitive” and “less sensitive” to provide the user with
a qualitative description of the scale. The HVAC controller 18
may convert the selected sensitivity along the scale into, for
example, quantitative numbers that can be used to determine
if a user should be alerted to a detected fault. For example, a
selected sensitivity of 1 (least sensitive) may be converted
into 1 fault out ofthe mostrecent 200 HVAC cycles, and these
quantitative numbers may be used by the HVAC controller 18
similar to those shown set in FIG. 18B. Likewise, a selected
sensitivity of 5 (most sensitive) along the slider bar scale may
be converted into a 10 fault out of the most recent 20 HVAC
cycles. A selected sensitivity of 2.5 along the slider bar scale,
as shown in FIG. 18D, may be converted into 3 faults out of
the last 50 cycles. In any of these examples, a sensitivity
selection may also correspond to more than one set of criteria
to determine if a user should be alerted to a detected fault. For
example, a single sensitivity selection could correspond to
either 3 faults of the last 3 cycles, 5 faults of the last 10 cycles
or 10 faults of the last 30 cycles. In some cases, it is contem-
plated that the quantitative numbers may also be displayed as
the user manipulates the slider bar. As such, it is contemplated
that qualitative and/or quantitative values may be displayed.
Theuse ofaslider bar 1110 and/or first and second arrow keys
11064, 11065 are just some examples. It is contemplated that
any suitable interface mechanism may be used that allows a
user to adjust a sensitivity of the HVAC controller 18 to
reporting certain diagnostic faults to the user, as desired.

Before or after completion of determining the various con-
ditions under which one or more diagnostic faults are to be
ignored and/or whether or not certain alerts (e.g. delta T
alerts) should be displayed to the building occupant (e.g.
homeowner), the HVAC controller 18 may display another
user query screen 528, such as shown in FIG. 19. The user
query screen 528 of FIG. 19 may query a user as to whether or
not they desire to complete diagnostics set up for the HVAC
system 4. For example, as shown in the illustrative example
provided in FIG. 19, the user query screen 528 may include a
user query 532 containing a simple text string 536 that may
query the user “Would you like to finish setting up diagnos-
tics?” Additionally, user query screen 528 may include a user
message 540 that provides additional information to the user.
For example, user message 540 may include a simple text
string that may caution the user that “Diagnostics are limited
to basic failures until setup is complete.” User query screen
538 may also provide at least a first option 548 for responding
to the user query 532 that when selected, may cause the
HVAC controller 18 to display an additional one or more
screens that may allow the user to complete diagnostics set up
for the HVAC system 4.

In some cases, user query screen 528 may also provide a
second option 552 for responding to the user query 532 that,
when selected, may allow a user to at least temporarily sus-
pend completion of the diagnostics set up for the HVAC
system 4 and may cause the HVAC controller 18 to display a
home screen such as home screen 72 as shown in FIG. 4A or
continue with other setup screens. If, at a later time, the user
desires to complete the diagnostics set up process, the user
may continue diagnostics setup by selecting the SET DIAG-
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NOSTIC LIMITS installer option 190 as provided in the
illustrative installer options menu screen 166 as shown in
FIG. 7.

In some instances, and to complete the diagnostics set up
process, the HVAC controller 18 may be programmed to
display a series of diagnostics test screens that may guide the
user through initiating and executing a test for determining
minimum and maximum delta T limits upon which the delta
T faults may be based. In some instances, upon selection of
the first option 548 labeled “Set Up Diagnostics” in FIG. 19,
the HVAC controller 18 may be programmed to display at
least a first screen for initiating a test that may cause the
HVAC controller 18 to operate the HVAC system 4 and iden-
tify a current delta T for a particular mode and stage combi-
nation of the HVAC system 4.

It will be understood by those of skill in the art that an
HVAC system 4 may have more than one stage for both
cooling and heating. In some cases, an exemplary HVAC
system 4 may include two or more equipment stages for
heating and/or cooling. Additionally, it is to be understood
that the number of equipment stages for one mode (e.g. heat)
may be the same or different as the number of equipment
stages for the other mode (e.g. cool). It may also be under-
stood, that an HVAC system may have only one operational
mode (e.g. heat or cool).

FIGS. 20A-20C provide illustrative examples of several
diagnostics test screens that may be displayed by the HVAC
controller 18 upon initiation of at least one diagnostic test that
may be used to determine a minimum and maximum delta T
limit upon which a delta T fault may be based, at least in part,
for each mode and stage combination ofthe HVAC system. In
some cases, a diagnostic test may be initiated separately for
each mode and/or stage combination of the HVAC system 4.
When so provided, a minimum and maximum delta T limit for
each mode and/or stage combination of the HVAC system 4
may be independently determined.

FIGS. 20A-20C provide an illustrative example of a diag-
nostics test screen 602 that may be displayed by the HVAC
controller 18 upon selection of, for example, the SET UP
DIAGNOSTICS option 548 provided on a previous user
query screen such as, for example, user query screen 528
shown in FI1G. 19. FIG. 20 A shows diagnostics test screen 602
prior to initiation of the installer test. FIGS. 20B-20C show
diagnostics test screen 602 while the installer test is active for
different equipment stages of the HVAC system 4 for a
selected mode. In some instances, the HVAC controller 18
may initiate the diagnostic test upon receipt of a diagnostics
test request entered by a user though the user interface. In
other instances, upon selection of the SET UP DIAGNOS-
TICS option 548 provided on exemplary user query screen
528 as shown in FIG. 19, the HVAC controller 18 may be
programmed to automatically initiate a diagnostics test for
each mode and/or stage combination of the HVAC system 4.

Diagnostics test screen 602 may include a first banner 606
provided along a top portion 610 of screen 602 that may
identify the equipment mode (e.g. heating or cooling) for
which the test relates. Diagnostics test screen 602 may also
include a second banner 612 provided in a middle region 614
of'screen 602 that may display a user message 620 which may
provide instruction to the user for initiating the installer test.
In addition, diagnostics test screen 602 may include an EXIT
SETUP button 624 that, when selected, may cause the HVAC
controller 18 to exit the current setup and return to a home
screen such as, for example, home screen 72 as shown in FIG.
4 A. Diagnostics test screen 602 may also include a button 628
labeled NEXT STEP that, when selected, may cause the
HVAC controller 18 to advance to and display a subsequent
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diagnostics test screen. In certain instances, a user may select
the NEXT STEP button 628 when satisfied with the current
diagnostics test results, and to signal to the HVAC controller
18 that the current test is finished. It should be noted that if the
NEXT STEP button 628 is selected prior to activation of the
installer test for the displayed mode, or when the run time for
the installer test has failed to meet a predetermined measure-
ment time delay, the HVAC controller 18 may skip the test for
the displayed mode and/or stage combination, and the delta T
data for the displayed mode and its associated equipment
stages may not be recorded. It may be possible, however, to
return to a skipped diagnostics test screen from a subsequent
test screen such that the skipped test may be activated. The
diagnostics test screen 602 may include a HELP button 632
that, when selected, may cause HVAC controller 18 to display
additional information about the use of the current screen.
The diagnostics test screen 602 may display a BACK button
634 that, when selected, may cause HVAC controller 18 to
display a previous screen, such as screen 528 shown in FIG.
19.

As shown in FIGS. 20A-20C, the diagnostics test screen
602 may include an ON/OFF button 636a, 6365 that, when
selected, may activate or deactivate the installer test for each
identified mode and/or stage. A separate ON/OFF button (e.g.
ON/OFF buttons 6364, 6365) may be provided for each stage
of'the mode (heating or cooling) for which the diagnostics test
is being run. As such, for a single stage heating system, only
one ON/OFF button relating to the heat mode may be pro-
vided. For a three stage heating system, three ON/OFF but-
tons relating to the heat mode may be provided.

As shown in FIGS. 20A and 20B, an ON/OFF button 6364,
63654 is provided for both a stage 1 and a stage 2 of the heating
mode, such that a diagnostics test may be initiated separately
for each heating stage. In addition, the diagnostics test screen
may include a label 642 identifying the current operation
mode of the HVAC system (e.g. cool or heat). The label 642
may appear adjacent the ON/OFF buttons 636a, 6365 as
shown in the illustrative examples provided in FIGS. 20A-
20C.

When a diagnostics test for a selected mode and/or stage
combination is not active, the ON/OFF button 636a and/or
6365 may include an OFF label 646. When the diagnostics
test for a selected mode and/or stage combination is active,
the ON/OFF button 636a and/or 6365 may include an ON
label 648, such as shown in FIGS. 20B and 20C. Additionally,
the ON/OFF button 6364 and/or 6365 may be shaded, grayed
out, include a bolded outline or otherwise highlighted to
indicate that the installer test is actively running for that stage.

When the diagnostics test for a particular stage has been
initiated by a user through the user interface, the HVAC
controller 18 may be programmed to operate the selected
mode and/or stage combination of the HVAC system 4, and to
not operate the non-selected mode and/or stage combination
of'the HVAC system such that a current delta T value may be
determined for the selected mode and/or stage combination of
the HVAC system 4. During the test, and as best shown in
FIGS. 20B-20C, the HVAC controller 18 may be configured
to display a current total run time, a current discharge air
temperature, a current return air temperature, and/or a current
delta T value for the selected mode and/or stage combination
of the HVAC system 4 that is being evaluated. In some
instances, and as shown in FIGS. 20B-20C, some or all of
these values may be included in a third banner 650 that may be
displayed by the diagnostics test screen 602. In some cases,
these values may be displayed in the form of a chart or graph
such as, for example, shown in FIGS. 23 and 24, which will be
described in greater detail herein.
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The HVAC controller 18 may be programmed to repeat-
edly update the current total run time, the current discharge air
temperature, the current return air temperature, and/or the
current delta T value for the HVAC system 4 displayed on the
diagnostics test screen 602 during the diagnostics test. The
user (e.g. installer) may monitor the displayed values during
the test, and may determine when to terminate the test. In
some instances, the test may be terminated by the user (e.g.
installer) when the current discharge air temperature, return
airtemperature, and/or the delta T values that are displayed on
the diagnostics test screen stabilize and do not substantially
change over a predetermined amount of time. The installer
test for the current mode and stage combination may be
terminated by selecting the NEXT STEP button 628 or by
selecting an additional equipment stage for evaluation such
as, for example HEAT Stage 2 as shown in FIG. 20C.

Selection of an additional equipment stage for testing for
the identified mode may cause the HVAC controller 18 to
reset the current total run time that is displayed on the diag-
nostics test screen. Additionally, the HVAC controller 18 may
update the discharge air temperature, the return air tempera-
ture, and the delta T, as applicable, to reflect the current values
associated with the equipment stage currently being evalu-
ated. As the test continues, the HVAC controller 18 may
continuously display the current total run time and repeatedly
update the displayed values for the discharge air temperature,
the return air temperature, and the delta T. The user (e.g.
installer) may monitor the displayed values during the test,
and determine when to terminate the test. In some instances,
the test may be terminated by the user (installer) when the
current discharge air temperature, return air temperature, and/
or the delta T values that are displayed on the diagnostics test
screen stabilize and do not substantially change over a pre-
determined amount of time. The installer test for the current
mode and/or stage combination may be terminated by select-
ing the NEXT STEP button 628. In other instances, the test
may be terminated by the HVAC controller 18 itself after a
predetermined amount of time has elapsed, or if the HVAC
controller 18 determines that the current discharge air tem-
perature, return air temperature, and/or the delta T values
stabilize.

It must be understood that while the illustrative example
provide in FIGS. 20A-20C relate to initiating and executing a
diagnostics test for each stage of a heating mode of an HVAC
system 4, similar screens may be displayed for initiating and
executing a diagnostics test for each stage of a cooling mode
of'an HVAC system 4, as applicable.

In the example shown, after an installer test has been ini-
tiated and activated for each stage (or at least a selected stage)
of'the selected mode (e.g. heat or cool), selection of the NEXT
STEP button 628 may cause the HVAC controller 18 to dis-
play atleast a first user query screen, such as user query screen
656a of F1G. 21A, through which a user (e.g. installer) may be
queried to enter delta T limits for a selected mode and/or stage
combination of the HVAC system based, at least in part, on
the results from the installer tests. FIGS. 21A-21E provide
illustrative examples of user query screens that may be dis-
played by the HVAC controller 18 on the display 62 of the
user interface 48, and that may be used to solicit and accept a
delta T limit from a user (e.g. installer) for each selected mode
and/or stage combination of the HVAC system 4. In many
instances, the delta T limit is a user determined delta T limit
that may be determined from, at least in part, the results of the
installer tests, but in some cases, may also incorporate some
of'the installers own knowledge and experience relative to the
particular HVAC system 4 at hand.
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User query screens 656a, 6565, as shown in FIGS. 21A and
21C, may be divided into three regions: a top region 660, a
main region 662, and a bottom region 664. The top region 660
of user query screens 656a, 6565 may include a banner 666
containing a simple text string 668 identifying the HVAC
system mode (e.g. heat or cool) for which the delta T limits are
being set. Bottom region 664 of user query screens 656a,
6565 may include: a BACK button 672 that, when selected,
may cause the HVAC controller 18 to display a previous
screen; a HELP button 674 that, when selected, may cause the
HVAC controller 18 to display additional information about
the use of the current screen; and an EXIT SETUP button 676
that, when selected, may cause the HVAC controller 18 to
display a home screen such as, for example, home screen 72
as shown in FIG. 4A.

In some instances, main region 662 of user query screens
656a, 6565 (FIGS. 21A and 21C) may contain a user prompt
680 that may be used to prompt the user to take a desired
action. For example, user prompt 680 may prompt the user to
“Press on the stages below to set limits.” Additionally, main
region 662 of user query screen 656a, 6566 may include a
table 684 that may display the minimum and maximum delta
T limits for each stage of the selected mode. The table 684
may include any number of rows and columns that may be
necessary to display the minimum and maximum delta T
limits for each equipment stage of the identified mode. In
some cases, the table 684 may display the minimum and
maximum delta T limits for each mode and stage combination
of the HVAC system 4, but this is not required. As shown in
FIGS. 21A and 21C, table 684 includes a column 686a, 6865
for each heat stage combination (e.g. stage 1, stage 1,2), and
also includes a separate row 688a-c for each of the maximum
delta T limit, minimum delta T limit, and measurement time
delay. This is just one example screen that may be used.
Additional columns and rows for displaying additional data
and/or labels related to the HVAC system 4 may be displayed
as necessary or desired.

Additionally, it must be understood that while the illustra-
tive example provided in FIGS. 21A-21E relate to setting
delta T limits for each stage combination of a heating mode of
an HVAC system 4, similar screens may be displayed for
setting delta T limits for each stage combination of a cooling
mode of the HVAC system 4, as applicable.

In some instances, each of columns 686a, 6865 may be
individually selectable by a user such that a user may select a
stage combination for which to enter a minimum and/or
maximum delta T limit and/or measurement time delay.
Selection of a column such as, for example, column 6864,
corresponding to Heat Stage 1, may cause the HVAC control-
ler 18 to display user query screen 690, as shown in FIG. 21B,
that corresponds to the selected stage or stage combination.

User query screen 690 of FIG. 21B may allow the user to
enter a minimum and a maximum delta T limit for the selected
mode and/or stage combination of the HVAC system 4 (e.g.
Heat Stage 1). In many instances, the minimum and maxi-
mum delta T limit entered by the user (e.g. installer) may
serve, at least in part, as a basis for determining a delta T fault
during subsequent operation of the HVAC system 4. In many
instances, the delta T limit is a user determined delta T limit
that may be based, at least in part, on the results of the installer
tests and/or on the experience and judgment of the installer.

In the example shown, the user query screen 690 may also
permit the user (e.g. installer) to set a measurement time delay
before a measurement is obtained for determining delta T. In
many instances, the run time may correspond to a measure-
ment time delay or “Td” for the selected mode and stage
combination of the HVAC system 4. “Td” may be described
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as the amount of time necessary for the particular HVAC
system 4 to run and provide significant heating or cooling
before diagnostics are in effect. Like the minimum and maxi-
mum delta T limits, the measurement time delay or “Td” may
be different for each mode and/or stage combination of the
HVAC system 4, but this is not required. In many instances,
the measurement time delay “Td” entered by the user (e.g.
installer) may serve, at least in part, as a basis for determining
a delta T fault during subsequent operation of the HVAC
system 4. In many instances, the measurement time delay
“Td” may be based, at least in part, on the results of the
installer tests and/or the experience and judgment of the
installer.

User query screen 690 may include one or more regions. In
some instances, as shown in the illustrative example of FIG.
21B, user query screen 690 may include four regions: a first
region 692; a second region 694; a third region 696; and a
fourth region 698. First region 692 may include at least one
label 702 identifying the mode and stage combination of the
HVAC system 4 for which the delta T limits are being set. In
some cases, second region 694 may display a summary of the
diagnostic test results for the identified mode and/or stage
combination of the HVAC system 4, which may have been
initiated using the screens in FIGS. 20A-20C. The test results
summary may be displayed in a simplified table 704, which
may include the test date 706, a final delta T value 708, and the
final run time 710. More or less test data may be collected
and/or displayed, as desired.

The third region 696 of the illustrative user query screen
690 may include a first box 712 displaying a default minimum
delta T limit value 714, and a second box 716 displaying a
default maximum delta T limit value 718. First and second
arrow keys 720a, 7205, 722a, 722b may be used to adjust the
minimum and maximum delta T limit values 714 and 718 for
the identified mode and/or stage combination of the HVAC
system 4. In some instances, the third region 696 of user query
screen 690 may include a third box 724 displaying a default
value for a measurement time delay 726. First and second
arrow keys 728a, 728b may be used to adjust the measure-
ment time delay before a delta T measurement is obtained for
the mode and/or stage combination identified in the first
region 692 of the user query screen 690. In some cases, first
box 712, second box 716, and third box 724 may or may not
display a value that is not a default value, no value or an
indicator that a value has not been set, then they may jump to
a value that may or may not be a default value when first
adjusted by the installer.

The fourth region 698 of the illustrative user query screen
690 may include a CANCEL button 732, a HELP button 736,
and a DONE button 740. The CANCEL button 732, when
selected, may cause the HVAC controller 18 to display the
previous screen such as, for example, user query screen 656
shown in FIG. 21A. The HELP button 736, when selected,
may cause the HVAC controller 18 to display additional infor-
mation about the use of the current screen. The user may
select the DONE button 740 when the user is finished adjust-
ing the minimum and maximum delta T limits and/or the
measurement time delay for the selected mode and/or stage
combination of the HVAC system 4. The DONE button 640,
when selected, may cause the HVAC controller 18 to accept
the minimum and maximum delta T limits and/or the mea-
surement time delay entered by the user, and to apply these
values to each of the selected mode and/or stage combination
during subsequent operation of the HVAC system 4. In some
cases, user query screen 690 may also include a DELETE
SETTINGS button 738 that, when selected, may allow the
user to delete the previous settings by selecting a single button
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rather than having to reset each of the different limit values
displayed in the first box 714, the second box 716 and/or the
third box 724 to “None” or “Zero.” The minimum and maxi-
mum delta T limits and the measurement time delay entered
by the user and accepted by the HVAC controller 18 may
provide a basis for the HVAC controller 18 to determine when
one or more diagnostics faults of the HVAC system 4 occur. In
some cases, selection of the DONE button 640 in FIG. 21B
may cause to display user query screen 6565 as shown in F1G.
21C.

User query screen 6565 shown in FIG. 21C may be sub-
stantially the same as user query screen 6564 shown in FIG.
21A. However, in some instances, user query screen 6565
may display the minimum and maximum delta T limits and
the measurement time delay for the selected mode and/or
stage combination that were previously entered by the user
through user query screen 690 shown in FIG. 21B and
accepted by the HVAC controller 18. The minimum and
maximum delta T limits and the measurement time delay may
be displayed in column 686 corresponding to the appropriate
mode and/or stage combination for which the values were
entered by the user and accepted by the HVAC controller 18
(e.g. column 6864 of FIG. 21C).

A user may continue to set the minimum and maximum
delta T limits and measurement time delay for additional
equipment stage combinations of the selected mode, as appli-
cable, by selecting another column corresponding to an addi-
tional equipment stage combination. For example, a user may
select column 6865 in FIG. 21C, corresponding to HEAT
Stage 1, 2. Selection of column 6865 may cause the HVAC
controller 18 to display another user query screen 750, as
shown in FIG. 21D, that corresponds to the selected stage
combination (e.g. HEAT Stage 1, 2). In some cases, the test
results summary 704 may be updated to include the test date
706, a final delta T value 708, and the final run time 710
resulting from the test previously conducted on HEAT Stage
1,2.

As shown in the illustrative example provided in FIG. 21D,
user query screen 750 may include many of the same features
asuser query screen 690 as shown in FIG. 21B. Through user
query screen 750, a user may enter a minimum and maximum
delta T limit and a measurement time delay corresponding to
the selected mode and/or stage combination (e.g. HEAT
Stage 1, 2). Upon entry of minimum and maximum delta T
limits and a measurement time delay for the selected mode
and/or stage combination of the HVAC system 4, the user may
select the DONE button 740 which may cause the HVAC
controller 18 to accept the delta T limits and/or measurement
time entered by the user and to display an updated user query
screen 656¢, as shown in FIG. 21E, which may include the
minimum and maximum delta T limits and the measurement
time that were previously entered by the user through user
query screen 750 shown in FIG. 21D. In some cases, user
query screen 750 may also include a DELETE SETTINGS
button 738 that, when selected, may allow the user to delete
the previous settings by selecting a single button rather than
having to reset each of the different limit values displayed in
the first box 714, the second box 716 and/or the third box 724
to “None” or “Zero.” This may expedite alteration of any one
of the one or more of the limit values displayed in the first,
second and/or third boxes 714, 716 and/or 724. The minimum
and maximum delta T limits and the measurement time delay
may be displayed in the column corresponding to the mode
and stage combination for which the values were set by the
user (e.g. column 6865 of FI1G. 21E).

If there are additional mode and/or stage combinations
such as for example, COOL Stage 1 and COOL Stage 1, 2, for
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which delta T fault limits may be entered, the user may select
the NEXT STEP button 678. Selecting the NEXT STEP
button 678 may cause the HVAC controller 18 to display
additional user query screens that may guide the user through
setting minimum and maximum delta T limits and/or a mea-
surement time delay for additional mode and/or stage com-
binations of the HVAC system 4. When the user is finished
entering the diagnostic fault limits (e.g. minimum and maxi-
mum delta T limits and/or measurement time delay) for the
HVAC system 4, the user may select the EXIT SETUP button
676 that, when selected, may cause the HVAC controller 18 to
accept and apply the delta T limit to each corresponding mode
and/or stage combination of the HVAC system 4, as appli-
cable. Additionally, selection of the EXIT SETUP button 676
may cause the HVAC controller 18 to display a home screen
such as, for example, home screen 72 as shown in FIG. 4A.

In some cases, a user may have the option to set the same
diagnostic fault limits for each stage combination supporting
a selected operational mode (e.g. heating or cooling) of an
HVAC system. This may be useful in instances where the
minimum and maximum delta T limits and/or a measurement
time delay did not differ significantly between the different
stage combinations supporting the selected operation mode
and may, when selected, expedite the set-up process of the
HVAC system 4. FIGS. 22A-22B provide illustrative user
query screens that may be displayed on the display 62 of the
user interface 48 of the HVAC controller 18 when such an
option may be available to the user. In particular, FIGS. 22A-
22B provide illustrative examples of user query screens that
may be used to solicit and accept minimum and maximum
delta T limits and/or a measurement time delay from a user for
two or more stages that support a selected operational mode
(e.g. Heating or Cooling) of the HVAC system 4. It should be
understood that while the illustrative example provided in
FIGS. 22A-22B relates to setting the same delta T limits for
each stage of a heating mode of an HVAC system 4, similar
screens may be displayed for setting delta T limits for each
stage of a cooling mode of the HVAC system 4, if desired.

Specifically with respect to FIG. 22A, before or after an
installer test has been initiated and activated for each stage of
the selected mode (e.g. heat or cool), as applicable, the HVAC
controller 18 may be configured to display at least a first user
query screen 780 which may query the a user as to whether or
not they desire to apply the same diagnostic limits to all stages
of'the selected mode. User query screen 780, as shown in FIG.
22A, may be divided into three regions: a top region 754, a
main region 758, and a bottom region 762. The top region 754
may include a banner 766 containing a simple text string 768
identifying the HVAC system mode (e.g. heat or cool) for
which the delta T limits may be set. Bottom region 762 of user
query screen 750 may include: a BACK button 772 that, when
selected, may cause the HVAC controller 18 to display a
previous screen; a HELP button 774 that, when selected, may
cause the HVAC controller 18 to display additional informa-
tion about the use of the current screen; and an EXIT SETUP
button 776 that, when selected, may cause the HVAC control-
ler 18 to display a home screen such as, for example, home
screen 72 as shown in FIG. 4A.

In some instances, main region 758 of user query screen
780 may contain a user query 782 that may query the user
regarding a certain action. For example, illustrative user
query 780 queries the user about whether or not to “Apply
same limits to all stages?”” Additionally, main region 758 of
user query screen 780 may include at least a first option 784
for responding to the user query 782. In some cases, the user
may be presented with a first option 784 labeled “Yes™, and a
second option 786 labeled “No” for responding to the user
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query 782. Upon selection of the option 784 labeled “Yes”,
the HVAC controller 18 may display subsequent user query
screen 788, such as shown in FIG. 22B, which may prompt
the user to set a minimum and maximum delta T limit and/or
a measurement time delay for all of the equipment stages that
support the selected mode.

With reference to FIG. 22A, user query screen 788 may
permit the user to enter a minimum and a maximum delta T
limit to be applied to each stage supporting the selected mode
(e.g. Heat) of the HVAC system 4. In many instances, the
minimum and maximum delta T limit entered by the user may
serve, at least in part, as a basis for determining a delta T fault
for each of the stages. Additionally, user query screen 788
may query the user to set a measurement time delay before a
measurement is obtained for determining delta T, but this is
not required. In many instance, the measurement time delay
may correspond to “Td” for each equipment stage supporting
the selected mode of the HVAC system.

User query screen 788 may include one or more regions. In
some instances, and as shown in the illustrative example
provided in FIG. 22B, user query screen may include four
regions: a first region 792; a second region 794; a third region
796; and a fourth region 798. First region 792 may include at
least one label 802 identifying the operation of the HVAC
system for which the delta T limits are being set. In some
cases, second region 794 may display a summary of the most
recent diagnostic test results for the identified mode of the
HVAC system, regardless of equipment stage, but this is not
required. The test results summary may be displayed in a
simplified table 804. In some instances, table 804 may
include the test date 806, a final delta T value 808, and the
final run time 810. It will be understood that table 804 may
also include additional data that may be useful to the user.

The third region 796 of user query screen 788 may include
a first box 812 displaying a default minimum delta T limit
value 814, and a second box 816 displaying a default maxi-
mum limit value 818. First and second arrow keys 820a,
8205, 822a, 8225 may be used to adjust the minimum and
maximum delta T limits for the identified mode of the HVAC
system. In some instances, the third region 796 of user query
screen 788 may also include a third box 824 displaying a
default value for a measurement time delay 826. First and
second arrow keys 828a, 8285 may be used to adjust the
measurement time delay before a delta T measurement is
obtained for the mode and/or stage combination identified in
the first region 792 of the user query screen 788. In some
cases, first box 812, second box 816, and third box 824 may or
may not display a value that is not a default value, no value, or
anindicator that a value has not yet been set. If boxes 812,816,
and/or 824 display no value or an indicator than a value has
not been set, then they may jump to a value that may or may
not be a default value when first adjusted by the installer.

The fourth region 798 of user query screen 788 may
include a CANCEL button 832, a HELP button 836, and a
DONE button 840. The CANCEL button 832, when selected,
may cause the HVAC controller 18 to display the previous
screen such as, for example, user query screen 750 shown in
FIG. 22A. The HELP button 836, when selected, may cause
the HVAC controller 18 to display additional information
about the use of the current screen. The user may select the
DONE button 840 when the user is finished adjusting the
minimum and maximum delta T limits and/or the measure-
ment time delay for the selected mode of the HVAC system 4.
The DONE button 840, when selected, may cause the HVAC
controller 18 to accept the minimum and maximum delta T
limits and/or the measurement time entered by the user, and to
apply these values to each stage of the selected mode of the
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HVAC system 4. In some cases, user query screen 788 may
also include a DELETE SETTINGS button 838 that, when
selected, may allow the user to delete the previous settings by
selecting a single button rather than having to reset each of the
different limit values displayed in the first box 814, the second
box 816 and/or the third box 824 to “None” or “Zero.” The
minimum and maximum delta T limits and the measurement
time delay entered by the user may provide a basis for the
HVAC controller 18 to determine one or more diagnostics
faults during subsequent operation of the HVAC system 4.

In many instances, the HVAC controller 18 may determine
aperformance level of the HVAC system 4 during subsequent
operation of the HVAC system 4 based, at least in part, on a
delta T limit and/or a measurement time delay entered by the
user and stored in the memory 52 of the HVAC controller 18.
The performance level may be determined for each mode
and/or stage combination of the HVAC system 4 during its
operation, but this is not required. For example, in many
cases, the HVAC controller 18 may be programmed to deter-
mine a performance level of the HVAC system 4 by monitor-
ing a current delta T during operation of the HVAC system,
and comparing the current delta T to a delta T limit stored in
the controller memory 52. In some cases, the delta T limit
may be a user specified delta T limit stored in the controller
memory 52, and may be either a maximum or a minimum
delta T limit. The delta T limit(s) may be stored in the HVAC
controller 18 memory 52 for each mode and/or stage combi-
nation of the HVAC system 4, as applicable. In some cases,
the HVAC controller 18 may compare the current delta T to
the minimum delta T limit, the maximum delta T limit, an
additional delta T limit, or any combination thereof. The
HVAC controller 18 may be configured to record a delta T
fault when the monitored delta T falls outside of adelta T limit
stored in the controller memory 52, but in some cases only if
the delta T fault does not occur during one or more user
specified conditions under which a delta T fault may be
ignored. In some cases, the HVAC controller 18 may be
configured to alert the user that a diagnostic fault has occurred
based, at least in part, on a count of the number of the same
type of diagnostic faults recorded by the HVAC controller 18,
sometimes in a predetermined period of time or during a
predetermined number of previous HVAC cycles.

FIG. 23 is a graph 850 of a performance level of a selected
mode and/or stage combination of the HVAC system 4 based
on the minimum and maximum delta T limits (dTmin and
dTmax, respectively), and a measurement time delay (“Td”),
which is sometimes entered by the user and stored in the
controller memory 52. In some cases, the performance level
of the HVAC system 4 for a selected mode and/or stage
combination of the HVAC system 4 may be based, at least in
part, on and off limit temperature (dToff). The off limit tem-
perature or delta Toff may be determined by the manufacturer
or, in some cases, by an installer. The off limit temperature, or
delta Toff, may represent a minimum delta T threshold in
which the HVAC system 4 may need to reach in order for the
HVAC controller 18 to determine that the HVAC system 4 is
attempting to respond to a call for heating or cooling.

Graph 850, shown in FIG. 23, may display the measured
delta T 860 over time, if desired. The graph 850 may be
divided into four bands: an over performance band 854, an
in-spec performance band 858, an under-performance band
862, and an off band 866. Each performance band in FIG. 23
band is identified by its own unique cross-hatch pattern. An
HVAC system 4 operating in the over performance band 854
may be considered as exceeding the system design param-
eters (i.e. too much delta T across the heat exchanger), which
can result in inefficient HVAC system operation and may
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indicate a malfunctioning HVAC system. An HVAC system 4
operating in the in-spec performance band 858 may be con-
sidered as operating according to the system design param-
eters, and within the diagnostic limits stored in the controller
memory 52. An HVAC system 4 operating in the under-
performance band 862 may be considered to be not respond-
ing adequately to a call for heating or cooling from HVAC
controller 18 (too little delta T across the heat exchanger),
which can also result in inefficient HVAC system operation
and may indicate a malfunctioning HVAC system. An HVAC
system 4 operating in the oft band 866 may be considered as
not responding to a call for heating or cooling from the HVAC
controller 18 and may indicate a malfunctioning HVAC sys-
tem. In some cases, an HVAC system 4 may not respond to a
call for heating or cooling, as applicable, during a period in
which the HVAC system 4 is subject to a utility load shutoff
event, a defrost cycle, a power outage, or some other event in
which normal HVAC system 4 operation has been suspended
for a period of time. In some cases, an HVAC system 4 may
not respond to a call for heating or cooling if there is a failure
of one or more HVAC components of the HVAC system 4,
which may require service from a contractor or the like.

In some instances, the over performance, in-spec perfor-
mance, an under-performance bands 854, 858, and 862 may
be based, at least in part, on minimum delta T and/or maxi-
mum delta T limits, and a measurement time delay (“Td”)
before a delta T measurement is taken. The off band 866 may
be based, at least in part, on an off limit temperature stored in
the controller memory 52. As discussed above, the off limit
temperature (dToff) may be determined by the manufacturer,
the installer, or in some other way. In some cases, the maxi-
mum delta T limit (dTmax) is made at least four (4) degrees
greater than the minimum delta T limit (dTmin), but could be
any number of degrees zero or greater. Likewise, the mini-
mum delta T limit (dTmin) could be any number of degrees
zero or greater than the off limit temperature (dToft), but this
is also not required.

In some cases, the HVAC controller 18 may be configured
to display graph 850 on the display 62 of the user interface 48
in response to a request entered through the user interface 48
by the user. The HVAC controller 18 may be configured to
periodically update graph 850 with the measured delta T 860
over time during operation of the HVAC system 4. A different
graph 850 may be displayed for each mode and/or stage
combination of the HVAC system 4, as applicable. When
displayed, the graph 850 that may be displayed to the user
may represent a current performance level of the current
mode and/or stage combination under which the HVAC sys-
tem 4 is currently operating.

During operation of the HVAC system 4, the HVAC con-
troller 18 may be programmed to determine a performance
level of the HVAC system and, in some cases, alert the user
when the HVAC system 4 does not meet an expected perfor-
mance level (sometimes this is performed for the current
stage and/or mode combination of the operating HVAC sys-
tem 4). In some cases, the HVAC controller 18 may determine
that the HVAC system 4 is not meeting an expected perfor-
mance level when the HVAC controller 18 has determined
that the HVAC system 4 is operating outside of a normal
operating range (e.g. outside of the in-spec performance band
858) of the HVAC system 4. For example, the HVAC control-
ler 18 may determine that the HVAC system 4 is not meeting
an expected performance level when the HVAC controller 18
has determined that the HVAC system 4 is operating in the
over performance band 805, the under-performance band
862, or in the off band 866.
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As described above, the performance band may be defined,
in part, on a minimum delta T limit, a maximum delta T limit,
an off delta T limit, and a measurement time delay value, or
some combination thereof. When the HVAC controller 18
determines that a measure delta T value 860 falls within the
over performance band 854, the under-performance band
862, or in the oft band 866 after the measurement time delay
value (““Td”) has expired, the HVAC controller 18 may deter-
mine that a delta T limit has been violated, and as a result, may
record a diagnostic fault in an alerts and/or faults log stored in
the controller memory 52. In some cases, the HVAC control-
ler 18 may be programmed to display a user alert on the
display 62 of the user interface 48 or otherwise provide an
alert to the user indicating that the HVAC system 4 is not
currently meeting an expected performance level.

In some cases, the HVAC controller 18 may be pro-
grammed to repeatedly monitor signals received from the
HVAC system 4 that are indicative of a current performance
level of the HVAC system 4, and to determine if the current
performance of the HVAC system 4 falls below a minimum
performance level for at least a first predetermined amount of
time “T1”. In some cases, the minimum performance level
may correspond to aminimum delta T limit or off delta T limit
for the HVAC system 4. As described above, a minimum delta
T limit or off delta T limit may be stored in the controller
memory 52, sometimes for each mode and/or stage combi-
nation of the HVAC system 4. In some cases, the first prede-
termined amount of time (“T1”’) may be determined by a user
(e.g. installer) and stored in the controller memory 52, some-
times for each mode and/or stage combination of the HVAC
system 4. In some cases, the first predetermined amount of
time (““T'1”) may be set by the manufacturer. In some cases,
the first predetermined amount of time (“T'1”") may be differ-
ent for each mode and/or stage combination of the HVAC
system 4.

In some cases, the HVAC controller 18 may be pro-
grammed to repeatedly monitor signals received from the
HVAC system 4 that are indicative of a current performance
level of the HVAC system 4, and to determine if the current
performance of the HVAC system 4 rises above a maximum
performance level for at least a first predetermined period of
time “T1”. In some cases, the maximum performance level
may correspond to a maximum delta T limit for the HVAC
system 4. As described above, a maximum delta T limit may
be stored in the controller memory 52, sometimes for each
mode and/or stage combination of the HVAC system 4. In
some cases, the first predetermined amount of time (“T17)
may be determined by a user (e.g. installer) and stored in the
controller memory 52, sometimes for each mode and/or stage
combination of the HVAC system 4. In some cases, the first
predetermined amount of time (“T1”) may be set by the
manufacturer. In other cases, the first predetermined amount
of time (“T17”) may be different for each mode and/or stage
combination of the HVAC system 4.

The HVAC controller 18 may be programmed to repeat-
edly sample a current delta T value 860 of the HVAC system
4, and to compare the measured delta T value 860 to previ-
ously-determined minimum and maximum delta T limits or
an off delta T limit, as described above. From this, the HVAC
controller 18 may determine the current performance level of
the HVAC system for the current operating stage combination
and/or mode of the HVAC system 4. FIG. 24 is a graph 900
showing a monitored performance of an HVAC system 4 over
time in which, for a variety of reasons, the HVAC system 4
may not have met an expected performance level. In the
example shown, the HVAC controller 18 may determine that
the HVAC system 4 has fallen below a minimum delta T value
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for at least a first predetermined amount of time “T1”, which
occurs after the measurement time delay (“Td”) for the cur-
rent HVAC cycle. In response, the HVAC controller 18 may
be configured to display a user alert on the display 62 of the
user interface 48, or otherwise provide an alert to the user,
indicating that the HVAC system 4 does not meet an expected
performance level. In certain instances, the HVAC controller
18 may rescind the alert or remove the alert from the display
62 of the HVAC controller 18 if the current performance level
subsequently rises and remains above the minimum perfor-
mance for at least a second predetermined amount of time
“T27”, as shown in graph 900 of FIG. 24. Graph 900 of FIG.
24, like graph 850 of FIG. 23, may be displayed on the display
62 of the HVAC controller 18 in response to a request by a
user, and may be periodically updated. In some cases, the first
predetermined amount of time “T'1”” may be different than the
second predetermined amount of time “T2”. In other cases,
the first and second predetermined amount of times “T1” and
“T2” may be equal to one another, but this is not required.

In some cases, the HVAC controller 18 may be configured
to determine if the current performance level of the HVAC
system 4 falls below a minimum performance level or rises
above a maximum performance level for the first predeter-
mined amount of time “T1” during a single cycle of the
HVAC system 4. For example, the current performance level
of the HVAC system 4 may fall below a minimum perfor-
mance level during an HVAC cycle if the HVAC system 4 is
returning to normal operation after a utility load shutoff event
or a defrost cycle. In such an instance, the HVAC system 4
may fall below a minimum performance level for a first cycle
orpartofa first cycle, but may reach an expected performance
level by the next subsequent cycle or later part of the first
cycle, at which point any alert that may have been indicated
by the HVAC controller 18 may be rescinded. If, however, a
situation arises in which the HVAC system 4 still has not
reached an expected minimum performance level at the end
of'the current cycle or by the start of the next cycle, the HVAC
controller 18 may log a diagnostic fault and may continue to
provide an indication of an alert to the user. In some cases, the
HVAC controller 18 may be programmed to determine if the
HVAC cycle was too short to adequately respond to a call for
cool or heat. In such an instance, the HVAC controller 18 may
be programmed to ignore a fault when the HVAC controller
18 has determined that the HVAC cycle was too short.
Instead, the HVAC controller 18 may accept and evaluate
performance data from the next or subsequent one or more
cycles before determining whether or not the current perfor-
mance level of the HVAC system 4 meets a minimum or
expected performance level.

In some cases, the HVAC controller 18 may be pro-
grammed to execute one or more tests to determine if the
HVAC system 4 is functioning properly before the current
performance level of the HVAC system 4 is evaluated. In
some cases, the HVAC controller 18 may be programmed to
perform the one or more tests during each HVAC cycle, but
this is not required. In some cases, the HVAC controller 18
may be programmed to execute a short cycle test, an excur-
sion test, a cycle start test, and/or an exception test to deter-
mine if the HVAC system is functioning properly during the
selected cycle. FIG. 25 is a flow chart 1050 showing selected
tests as they may be executed and/or evaluated by the HVAC
controller 18 for an HVAC system 4 that is not subject to a
utility shutoff event or defrost cycle to determine if a fault
occurred during an HVAC cycle. This is just one example.

In some cases, the short cycle test 1054 may be used by the
HVAC controller 18 to determine if an HVAC cycle was too
short to consider for diagnostics. An HVAC cycle may be
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considered too short for diagnostics if the HVAC cycle lasted
less than, for example, Td+1 minute.

An excursion test 1058 may be used by the HVAC control-
ler 18 to determine if the HVAC system 4 operated in the over
performance band 854, the under-performance band 862 or
the off-band 866, for at least a predetermined amount of time.
In some cases, each stage combination of the HVAC system 4
may be permitted to operate in the over performance band
854, the under-performance band 862 and/or the off-band 866
for a limited amount of time without triggering a fault. In
some cases, the off-band 866 may be considered in common
with the under-performance band 866. These limits may be
predetermined by the HVAC controller 18, sometimes based
on the configuration of the HVAC system 4. If the HVAC
controller 18 has determined that an excursion has occurred,
a fault may be recorded by the HVAC controller 18 in a faults
log stored in the controller memory 52. In some cases, the
off-band 866 may be considered in common with the under-
performance band 866.

In some cases, the HVAC controller 18 may execute a cycle
start test 1062. The cycle start test 1062 may be executed by
the HVAC controller 18 to determine if the current HVAC
cycle started as expected. The cycle start test 1062 may be
used to determine if the HVAC system 4 was operating in the
over performance band 854, the under-performance band
862, or the off band 866 (FIGS. 23 and 24) after the period Td,
a period Td+1 minute, a period based on the settings Td,
and/or any other predetermined period expires. In some cases,
the off-band 866 may be considered in common with the
under-performance band 866.

In some cases, the HVAC controller 18 may also be pro-
grammed to execute an exception test 1068. The exception
test 1068 may be used by the HVAC controller 18 to deter-
mine if there may be any reason detected in the environment
or the equipment setup that would indicate that the HVAC
cycle should not be used to determine a current performance
of the HVAC system 4. For example, if the outside air tem-
perature at the time the HVAC system 4 exceeded a predeter-
mined limit, the HVAC controller 18 may determine that there
may be an exception, and the data obtained during that HVAC
cycle may be disregarded when determining the current per-
formance level of the HVAC system 4 (which may have
otherwise resulted in a fault).

In some cases, and as indicated above, the HVAC system 4
may be subject to a utility shutoft event or defrost cycle. In
such cases, the HVAC controller 18 may be programmed to
execute at least one other test, sometimes in addition to the
short cycle test 1054, the excursion test 1058, the cycle start
test 1062, and the exceptions test 1068, to determine if the
HVAC system is functioning properly. FIG. 26 shows a flow
chart 1070, showing each of the tests as they may be executed
and/or evaluated by the HVAC controller 18 for an HVAC
system 4 that include one or more equipment stages that are
subject to a utility shutoff event or a defrost cycle to determine
if a fault occurred during an HVAC cycle. This is just one
example.

In addition to the four tests described above, and in the
illustrative flow chart of FIG. 26, the HVAC controller 18 may
execute a meets specifications test 1072. The meets specifi-
cations test 1072 may be used by the HVAC controller 18 to
determine if the HVAC system 4 ever operated within the
in-spec performance band 858 (FIGS. 23 and 24). If the
HVAC controller 18 determines that the HVAC system 4 was
never able to operate in the in-spec performance band 858 for
at least a predetermined amount of time, then an excursion
may be provisionally recorded by the HVAC controller 18
based on the results of the cycle start test 1062. Next, the
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HVAC controller 18 may determine if an equipment or envi-
ronmental exception may have occurred. If yes, then the data
from the current HVAC cycle may be discarded by the HVAC
controller 18, and may notbe used by the HVAC controller 18
to determine a current performance level of the HVAC system
4. If no, then a fault may be recorded by the HVAC controller
18 based on the results of the cycle start test.

In some cases, the HVAC controller 18 may be optionally
programmed to execute a cycle end test 1076 and/or a satis-
fied call test 1080. FIG. 27 shows a flow chart 1090, showing
each of the tests as they may be executed and/or evaluated by
the HVAC controller 18 for an HVAC system 4 that includes
one or more equipment stages that may be subject to a utility
shutoffevent or defrost cycle and that may include one or both
of'a cycle end test and satisfied call test to determine if a fault
occurred during an HVAC cycle. This is just one example.

A cycle end test 1076 may be executed by the HVAC
controller 18 to determine if the call for heat or cool ended
with the HVAC system 4 operating in the in-spec performance
band 858. A satisfied call test may be executed by the HVAC
controller 18 to determine if a call for heat or cool ended due
to it being satisfied by the HVAC system 4.

The HVAC controller 18 may be programmed to combine
the results of one or more of these tests to determine if the
HVAC system 4 is operating properly for the cycle during
which the current performance level of the HVAC system 4 is
evaluated. If the HVAC controller 18 determines that the
HVAC system 4 was functioning properly during the HVAC
cycle, the HVAC controller 18 may use the HVAC cycle to
determine a current performance level of the HVAC system 4.
The determination that a fault has occurred can be made at any
time when enough data is present to complete all of the tests
that may affect the determination outcome.

In some cases, the HVAC controller 18 may be pro-
grammed to monitor a count of the number of times a current
performance level of the HVAC system 4 falls outside the
normal operating parameters of the HVAC system 4, as deter-
mined by the maximum delta T limit, the minimum delta T
limit and/or the off delta T limit, over a predetermined amount
of time or over a predetermined number of HVAC cycles. In
some cases, the HVAC controller 18 may be configured to
provide an alert only after a predetermined number of diag-
nostic faults such as, for example, a delta T fault, are detected
during a predetermined number of HVAC cycles. Also, the
HVAC controller 18 may be programmed to determine
whether or not a diagnostic fault has occurred during one or
more user specified conditions under which a fault may be
ignored or allowed by the HVAC controller 18. If the HVAC
controller 18 determines that a diagnostic fault has occurred
during a condition in which the user has specified that a delta
T fault may be ignored, the HVAC controller 18 may, in some
cases, still record the diagnostic fault in the memory 52, but
may provide no indication to a user that a diagnostic limit
such as, for example a delta T limit has been violated.

In some cases, the HVAC controller 18 may be pro-
grammed to identify and classity the type of diagnostic faults
that have occurred. The HVAC controller 18 may then record
the fault in a fault and alerts log according to its fault type. In
some cases, the HVAC controller 18 may be configured to
record a diagnostic fault only after a predetermined number of
faults of the same fault type have been identified by the HVAC
controller 18. Additionally, in some instances, the HVAC
controller 18 may be configured to provide an alert to the user
only after a predetermined number of faults of the same fault
type have been identified by the HVAC controller 18. Exem-
plary fault types include, but are not limited to, delta T faults,
faults related to a dismissal or a delay of an alert provided to
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auser, faults related to a filter change notification, an off fault
which may indicate that the system was not responding or off
for at least part of an HVAC operating cycle, an under fault
which may indicate that the system was underperforming for
at least part of an HVAC operating cycle, and an over fault
which may indicate that the system was over performing for
at last part of an HVAC operating cycle.

In some cases, diagnostic faults may be identified and
classified by the HVAC controller 18 for each mode and/or
stage combination of the HVAC system 4. For example, the
HVAC controller 18 may identify a delta T fault while oper-
ating the first heating stage of the HVAC system 4, and this
delta T fault may have a first fault type. Additionally, the
HVAC controller may identify a delta T fault while operating
the first heating stage and a second heating stage of the HVAC
system 4, and this delta T fault may have a second fault type.
These faults may be classified differently by the HVAC con-
troller 18, and may be sorted and/or filtered accordingly.
These are just some examples.

In some cases, the HVAC controller 18 may be configured
to receive and accept a number for the predetermined number
of faults for a particular fault type from a user via the user
interface 48 of the HVAC controller 18. For example, and
referring back to FIG. 18B, the HVAC controller 18 may be
configured to display a user query screen such as, for
example, user query screen 474 that may prompt or query a
user to enter a number of faults of the same type such as, for
example, a delta T fault that may occur before the HVAC
controller 18 records a fault and/or provides an alert to the
user that a fault has occurred. In some instances, as shown in
the illustrative example provided in FIG. 18B, user query
screen 474 may also be configured to query the user for a
predetermined number of operating cycles of the HVAC sys-
tem of which a particular fault type may occur before the fault
is recorded and/or an alert is provided to the user by the HVAC
controller 18. In some cases, the HVAC controller 18 may be
configured to receive and accept a predetermined number of
faults of a particular fault type and/or a predetermined num-
ber of cycles (or predetermined time period) over which the
predetermined number of faults need to occur, for each mode
and/or stage combination of the HVAC system 4.

In some cases, as described herein, the HVAC controller 18
may be configured to ignore (or allow) a diagnostic fault
during one or more user specified conditions. For example, in
some cases, during certain conditions that are sometimes
specified by a user, the HVAC controller 18 may be config-
ured to not record a detected fault and/or not provide an alert
to the user that a fault has occurred. The conditions under
which a diagnostic fault may be ignored by the HVAC con-
troller 18 may relate to a variety of conditions including, but
not limited to, an indoor air temperature, an indoor humidity
level, an outdoor air temperature, an outdoor humidity level,
call for humidification, a utility load shutoff event, a defrost
cycle, among others. These are just some examples. More
than one condition under which certain diagnostic faults may
be ignored by the HVAC controller 18 may be specified by the
user. In some cases, each condition under which certain diag-
nostic faults may be ignored by the HVAC controller 18 may
be independent of one another.

In some cases, the period of time in which the HVAC
system 4 did not meet an expected performance level may
correspond to a period of time in which the current operating
mode of the HVAC system 4 was subject to a utility load
shutoff event or, in some case, a defrost cycle. In certain
regions of the country, a user may opt to have a utility saver
switch (not shown) applied to their HVAC system 4 in
exchange for additional cost savings from the local utility
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company. During periods of heavy usage, the utility company
may temporarily engage the utility saver switch, which may
trigger a utility shutoff event for a user’s HVAC system 4. For
example, the utility company may remotely cycle a user’s air
conditioning system on and off for periods of time to reduce
the overall peak energy usage on the utility system.

A utility load shutoff event or defrost cycle may not apply
to all types of HVAC systems 4. Cooling systems that may
include a utility shutoff saver switch may include those sys-
tems that have an electrically driven cooling stage, such as an
air-to-air heat pump, air conditioning with an air-to-air heat
exchanger, or sometimes a geothermal heat pump. Heating
systems that may include a utility shutoff saver switch may
include those systems that have an electrically driven heating
stage. These are just some examples. In some cases, during
the initial set-up the HVAC system 4, the user (e.g. installer)
may indicate the type of heating and or cooling equipment
through the user interface 48 of the HVAC controller 18, but
this is not required. In other cases, the HVAC controller 18
may be configured to detect the equipment types for both
heating and cooling upon activation of the HVAC controller
18. Upon indication of certain types of equipment, such as for
example the HVAC equipment listed above, the HVAC con-
troller 18 may be programmed to recognize that the HVAC
system 4 may include a utility saver switch for either heating
or cooling, as applicable, and therefore, under certain oper-
ating conditions, may be subject to a utility shutoff event.

When the HVAC controller 18 determines that the current
performance of the HVAC system 4 has not met a minimum
performance level, the HVAC controller 18 may display an
alert indicating a diagnostic fault on the display 62 of the
HVAC controller 18. Additionally, if the HVAC controller 18
determines that the HVAC equipment (as indicated by the
user or detected by the HVAC controller 18) may be subject to
a utility saver switch or defrost cycle, the alert may be
appended with a statement that may indicate to the user that
the fault may be due to a utility load shutoff event or defrost
cycle.

FIGS. 28A-28D provide a number of illustrative screens
920, 930, 940, and 950 that may be displayed on the display
62 of the HVAC controller 18 to query a user about a utility
shutoff event when the HVAC controller 18 determines that
the HVAC system 4 has not met a minimum performance
level, and that the HVAC system 4 may be subject to a utility
saver switch. For example, FIG. 28A provides an illustrative
screen 920 that may include an alert indicating that the HVAC
system (e.g. cooling) is not operating properly and also may
display a query as to whether a utility shutoff switch has been
installed by the utility company for the cooling equipment. It
must be understood that similar screens may be displayed
relating one or more types of heating equipment of an HVAC
system, as applicable.

User query screen 920, as shown in FIG. 28 A may include
a first region 930 and a second region 932. First region 930
may include a first user message 934 and a second user
message 938. In some cases, the first user message 934 may
include an alert indicating that the system is not operating
properly. The first user message 934 may also include addi-
tional information about the system or the alert that may be
useful to a user, if desired. In some cases, the second user
message 938 may include a user query that queries a user
about a utility saver switch or other condition (e.g. defrost
cycle) that may have contributed to conditions that triggered
the alert.

Second region 932 of screen 920 may include one or more
options for responding to the second user message 938 con-
taining the user query. In some cases, for example, second
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region 932 may include a first option 944 labeled “Yes”, and
a second option 948 labeled “No”. Second region 932 may
also include a third option 952 labeled “I don’t know” or
“Uncertain”, which may allow a user to respond to the user
query with some uncertainty. In some cases, the second
region 932 may also include a fourth option 956 that, when
selected, may present the user with information about a dealer
or service company (e.g. phone number, email address, physi-
cal address, web address, etc.).

Upon selection of the first option 944 labeled “Yes”, con-
firming that the current operating mode of the HVAC system
(e.g. cooling) is subject to a utility saver switch, the HVAC
controller 18 may be configured to display screen 922 shown
in FIG. 28B. Screen 922 may include a user message 962
acknowledging confirmation of a utility saver switch. User
message 962 may also indicate that the alert has been dis-
missed and that the user should disregard the alert. Addition-
ally, screen 922 may include a button 966 labeled “OK” or
“Done” that, when selected, may cause the HVAC controller
18 to display a home screen such as, for example, home
screen 72 of FIG. 4A.

In some cases, upon receiving confirmation of a utility
saver switch through the user interface, the HVAC controller
18 may be configured to update certain settings stored in the
controller memory 52 pertaining to the HVAC system 4 setup
and equipment configuration. By updating the equipment
settings stored in the controller memory 52, the HVAC con-
troller 18 may no longer display an alert to the user under
certain conditions that may be triggered by a utility load
shutoff event.

In some cases, if second option 948 labeled “No” is
selected by a user indicating that the HVAC system is not
subject to a utility saver switch, the HVAC controller 18 may
be configured to display screen 924 as illustrated in FIG. 28C,
which may include a further user message 970 in a first region
974 of screen 924. User message 970 may propose further
possible causes for the alert and may include a user prompt
978 instructing the user to take a specific action. For example,
user prompt 978 instructs the user to replace the air filter. User
prompt 978 may also include additional information or
instruction to the user. For example, user prompt 978 also
instructs the user to contact a dealer if the problem persist.

In some cases, screen 924 may also include one or more
options for responding to the user message 970 and/or user
prompt 978. In some cases, screen 924 may display a first
option 982. First option 982, when selected, may provide
indication to the HVAC controller 18 that the instructed action
was followed by the user. For example, first option 982 as
shown in FIG. 28C provides confirmation to the HVAC con-
troller 18 that a new filter was installed. Upon confirmation
that a new filter was installed, the HVAC controller 18 may
dismiss or delay the alert for a predetermined amount of time,
or take some other action.

In some case, screen 924 may provide additional options
for responding to the alert. For example, in some cases, screen
924 may provide an option 986 that, when selected, may
instruct the HVAC controller 18 to clear or dismiss the alert.
Screen 924 may provide another option 990 that, when
selected, may delay or snooze the alert for a predetermined
amount of time. Screen 924 may also provide an option 994
that, when selected, may display information about a dealer
or service provider including relevant contact information.
These are just some examples.

Referring back to FIG. 28A, in some cases, a user may be
unaware or may not know whether or not a utility saver switch
has been installed on their HVAC system 4. As such, a user
may select third option 952 labeled “I don’t know” or “Uncer-
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tain”, thereby responding to the alert 934 displayed in the first
region 930 of user query screen 920 with some uncertainty.
Upon selection of third option 952, indicating that the user is
uncertain as to whether or not their HVAC system 4 includes
a utility saver switch, HVAC controller 18 may be pro-
grammed to display screen 926 as shown in FIG. 28D.

Screen 926 is divided into a first region 996 and a second
region 1002 in the illustrative embodiment. First region 996
may include a user message 1006. User message 1006 may
include additional instruction to the user about the alert dis-
played on screen 920 and/or may prompt the user to take
action. For example, user message 1006 instructs the user to
contact their utility company to determine if a utility saver
switch has been installed. In some cases, user message 1006
may instruct the user to contact their dealer or service pro-
vider if the problem persists.

Screen 926 may provide one or more options for respond-
ing to the user message 1006 displayed in the first region 1002
of'screen 926. In some cases, screen 926 provides at least one
option 1010 that, when selected, allows a user to delay or
snooze the alert 934 displayed on user query screen 920.
Screen 926 may also include an option 1014 that, when
selected, acknowledges the alert and which may cause the
HVAC controller 18 to display a home screen such as, for
example, home screen 72 of FIG. 4A. The HVAC controller
18 may or may not continue to display an alert to the user.
Screen 926 may also include an option 1018 that, when
selected, may cause the controller to display information
about a dealer or service provide such that the user may
contact the dealer or service provider. In some cases, screen
926 may include an option 1022 that, when selected, may
cause the HVAC controller 18 to display a further screen that
provides one or more possible causes for the alert. For
example, in some cases, option 1022, when selected, may
cause HVAC controller 18 to display a screen such as screen
924 of FIG. 28C, which may include a user message 970
suggesting that one possible cause for the alert may be a dirty
filter and which may prompt the user to install a new filter.
Additional potential causes may also be displayed, as appro-
priate.

While the illustrative screens 920, 922, 924 and 926 as
shown in FIGS. 28A-28D generally relate to a utility shutoff
event caused, at least in part, by a utility saver switch, it must
be understood that the HVAC controller 18 may be pro-
grammed to display a similar set of screens on the display 62
of the HVAC controller 18 for events that may be caused, at
least in part, by a defrost cycle. These are just some examples.

FIGS. 29A-29B provide another grouping of illustrative
screens 1200 and 1204 that may be displayed on the display
62 of the HVAC controller 18 to query a user about a utility
shutoff event when the HVAC controller 18 determines that
the HVAC system 4 has not met a minimum performance
level, and that the HVAC system 4 may be subject to a utility
saver switch. For example, FIG. 29A provides an illustrative
screen 1200 that may include an alert indicating that the
HVAC system (e.g. cooling) is not operating properly, and
that may instruct the user to take a certain action.

Screen 1200, as shown in FIG. 29A, may include a first
region 1208 and a second region 1212. First region 1208 may
include a first user message 1216 and a second user message
1220. In some cases, the first user message 1216 may include
an alert indicating that the system is not operating properly.
The first user message 1216 may also include additional
information about the system or the alert that may be useful to
a user, if desired. In some cases, the second user message
1220 may include a user instruction that may instruct a user to



US 9,206,993 B2

35

temporarily turn off diagnostics if the system includes a util-
ity save switch and may be subject to a utility shutoff event.

Second region 1212 of screen 1200 may include one or
more options for responding to the first and/or the second user
message 1216 and/or 1220. In some cases, for example, sec-
ond region 1212 may include a first option 1224 labeled
“Dismiss”, and a second option 1228 labeled “Off”. Second
region 932 may also include a third option 952 labeled
“Remind me later,” “Snooze,” or “Delay,” which may allow a
user to temporarily snooze or delay the alert for a predeter-
mined amount of time. In some cases, the second region 1220
may also include a fourth option 1236 that, when selected,
may present the user with information about a dealer or ser-
vice company (e.g. phone number, email address, physical
address, web address, etc.).

Upon selection of the second option 924 labeled “Off”,
confirming that the current operating mode of the HVAC
system (e.g. cooling) is subject to a utility saver switch, the
HVAC controller 18 may be configured to display screen
1204 shown in FIG. 29B. Screen 1204 may include a user
prompt 1242 that may prompt the user to set a period of time
in which diagnostics may be temporarily disabled or turned
off. The user may use the first and second arrow keys 1248a,
12485 to increase or decrease the period of time in which
diagnostics may be turned off or temporarily disabled. The
period of time may range from 1 day to several days. For
example, in some cases, the period of time may range from 1
day up to 365 days. The value 1252 of the number of days set
by the user may be displayed adjacent to the first and second
arrow keys 1248a, 12485, but this is not required. After the
user has set a value 1252 for the number of days for which
diagnostics may be disabled, the user may then select a button
1256 labeled “Done” or “OK” to confirm the number of days
for which diagnostics may be disabled. Additionally, selec-
tion of button 1256 causes the controller 18 to temporarily
disable diagnostics for the number of days set by the user.

Having thus described several illustrative embodiments of
the present disclosure, those of skill in the art will readily
appreciate that yet other embodiments may be made and used
within the scope of the claims hereto attached. Numerous
advantages of the disclosure covered by this document have
been set forth in the foregoing description. It will be under-
stood, however, that this disclosure is, in many respect, only
illustrative. Changes may be made in details, particularly in
matters of shape, size, and arrangement of parts without
exceeding the scope of the disclosure. The disclosure’s scope
is, of course, defined in the language in which the appended
claims are expressed.

What is claimed is:

1. An HVAC controller configured to control one or more
components of an HVAC system, the HVAC controller com-
prising:

a user interface including a display;

amemory;

an I/O block for receiving one or more signals from the

HVAC system and for providing one or more control
signals to the HVAC system; and

a controller coupled to the memory, the user interface and

the 1/0 block, the controller configured to:

monitor one or more signals received from the HVAC
system via the I/O block that is/are related to a current
performance level of the HVAC system, wherein one
or more of the signals represent a current delta T value
of the HVAC system;

determine if the current performance level of the HVAC
system falls below a minimum performance level,
wherein the minimum performance level of the
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HVAC system is based, at least in part, on a pre-
determined delta T limit stored in the memory;

wherein in response to determining that the current per-
formance level of the HVAC system has fallen below
the minimum performance level of the HVAC system,
the controller is further configured to display an alert
on the display of the HVAC controller and a user
query that queries the user about whether a utility load
saver switch is present in the HVAC system.

2. The HVAC controller of claim 1, where the controller is
further configured to display two or more selectable options
for responding to the user query about the utility saver switch
on the display of the HVAC controller, wherein at least one
option, when selected, indicates that a user is uncertain about
the presence of the utility saver switch.

3. The HVAC controller of claim 1, wherein the controller
is further configured to display two or more selectable options
for responding to the user query about the utility saver switch
on the display of the HVAC controller, wherein at least one
option, when selected, confirms the utility saver switch is
present and causes the controller to dismiss the alert dis-
played on the display of the HVAC controller.

4. The HVAC controller of claim 1, wherein the controller
is further configured to display two or more selectable options
for responding to the user query about the utility saver switch
wherein at least one option, when selected, causes the con-
troller to display at least one other possible cause for the alert
displayed on the display of the HVAC controller.

5. The HVAC controller of claim 1, wherein the controller
is further configured to display two or more selectable options
for responding to the user query about the utility saver switch
wherein at least one option, when selected, causes the con-
troller to display a screen that allows the user to disable
diagnostics for a period of time.

6. The HVAC controller of claim 1, wherein the controller
is configured to accept an entry from a user indicating a
heating equipment type through the user interface and
wherein upon indication of the heating equipment type, the
controller is further configured to determine if the heating
equipment type may include a utility saver switch.

7. The HVAC controller of claim 1, wherein the controller
is configured to accept an entry from a user indicating a
cooling equipment type through the user interface and
wherein upon indication of the cooling equipment type, the
controller is further configured to determine if the cooling
equipment type may include a utility saver switch.

8. The HVAC controller of claim 1, wherein the controller
is further configured to detect a type of HVAC equipment and
to determine if the HVAC equipment may include a utility
saver switch.

9. An HVAC controller configured to control one or more
components of an HVAC system, the HVAC controller com-
prising:

a user interface including a display;

a memory;

an /O block for receiving one or more signals from the

HVAC system and for providing one or more control
signals to the HVAC system;

a controller coupled to the memory, the user interface and

the 1/0 block, the controller is configured to:

monitor one or more signals received from the HVAC
system via the 1/O block that are related to a current
performance level of the HVAC system:

determine if the current performance level of the HVAC
system falls below a minimum performance level; and

in response to determining that the current performance
level of the HVAC system has fallen below the mini-



US 9,206,993 B2

37

mum performance level, the controller is configured
to display a user query on the display of the HVAC
controller that queries the user about whether a utility
saver switch is present, and two or more selectable
options on the display of the user interface for
responding to the user query, wherein at least one
selectable option, when selected, indicates that a util-
ity saver switch is not present.

10. The HVAC controller of claim 9, wherein the controller
is further configured to display an alert on the display of the
HVAC controller when the controller determines that the
current performance level has fallen below the minimum
performance level.

11. The HVAC controller of claim 10, wherein the control-
ler is further configured to simultaneously display the user
query and the alert on the display of the HVAC controller.

12. The HVAC controller of claim 9, wherein the controller
is further configured to accept entry of an HVAC equipment
type from a user through the user interface of the HVAC
controller, and wherein the controller is further programmed
to determine that the HVAC equipment type may include the
use of a utility saver switch.

13. The HVAC controller of claim 12, wherein the HVAC
equipment type is a type of cooling equipment.

14. The HVAC controller of claim 12, wherein the HVAC
equipment type is a type of heating equipment.

15. The HVAC controller of claim 9, wherein the controller
is further programmed to detect an HVAC equipment type,
and wherein the controller is further programmed to deter-
mine that the HVAC equipment type may include the use of a
utility saver switch.

16. The HVAC controller of claim 9, wherein the controller
is further configured to display two or more selectable options
on the display of the user interface for responding to the user
query about whether the utility saver switch is present,
wherein at least one selectable option, when selected, indi-
cates that a user is uncertain about whether the utility saver
switch is present.

17. The HVAC controller of claim 10, wherein the control-
ler is further programmed to display two or more selectable
options on the display of the user interface for responding to
the user query about whether the utility saver switch is
present, wherein at least one selectable option, when selected,
confirms the presence of the utility saver switch and causes
the controller to dismiss the alert.

18. The HVAC controller of claim 10, wherein the control-
ler is further configured to display two or more selectable
options on the display of the user interface for responding to
the user query about whether the utility saver switch is
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present, wherein at least one selectable option, when selected,
causes the controller to display at least one other possible
cause for the user alert.

19. The HVAC controller of claim 9, wherein the controller
is further configured to determine the current performance
level of the HVAC system based, at least in part, on a current
delta T value and a delta T limit stored in the memory of the
controller.

20. A method of monitoring a performance of an HVAC
system, the HVAC system including one or more HVAC
components that are controlled, at least in part, by an HVAC
controller having, a user interface including a display, a
memory, and a controller, the method comprising:

the controller monitoring one or more signals from the

HVAC system to determine a current performance level
of the HVAC system; and

the controller displaying a user query on the display of the

HVAC controller that queries the user about whether a
utility saver switch is installed in response to determin-
ing that the current performance level of the HVAC
system has fallen below a predetermined minimum per-
formance level.

21. The method of claim 20, further comprising the con-
troller displaying a user alert on the display of the HVAC
controller when the controller determines that the current
performance level of the HVAC system falls below the pre-
determined minimum performance level.

22. The method of claim 21, further comprising the con-
troller displaying the user query and the user alert at the same
time on the display of the HVAC controller.

23. The method of claim 21, further comprising the con-
troller displaying two or more selectable options for respond-
ing to the user query about whether a utility saver switch is
installed on the display of the HVAC controller, wherein at
least one option, when selected, indicates that a user is uncer-
tain about whether a utility saver switch is installed and
causes the controller to display a further option for delaying
the alert.

24. The method of claim 21, further comprising the con-
troller displaying two or more selectable options for respond-
ing to the user query about whether a utility saver switch is
installed on the display of the HVAC controller, wherein at
least one option, when selected, confirms a utility saver
switch is installed and causes the controller to dismiss the
alert displayed on the display of the HVAC controller.

25. The method of claim 20, further comprising the con-
troller determining the current performance level of the
HVAC system based, at least in part, on a the current delta T
value and a delta T limit stored in the memory of the control-
ler.



